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 1 

GENERAL:  2 

Planholders are requested to insert this Addendum in the front of their Project Manual.  Inform all 3 

concerned that the Bidding Documents are modified by this Addendum. 4 

The following modifications and clarifications are hereby made a part of the Bidding Documents and 5 

supersede or otherwise modify the provisions of the published Project Manual and Drawings, dated 6 

May 27, 2022 7 

Refer to the Drawings, Specification Sections, or other Documents, if any, attached to this Addendum, 8 

which are hereby made a part of this Addendum. 9 

MODIFICATIONS TO THE PROJECT MANUAL AND DRAWINGS: 10 

DELETE the previously issued Documents indicated below in their entirety and SUBSTITUTE the 11 

revised Documents in their entirety, noted as Addendum 01, dated June 20, 2022 12 

DRAWING FS1.0 13 

DRAWING FS1.1 14 

DRAWING FS1.4 15 

DRAWING FS1.6 16 

DRAWING FS1.7 17 

DRAWING FS1.8 18 

DRAWING E2.3 19 

DRAWING E3.1 20 

DRAWING E5.2 21 

MODIFICATIONS TO THE PROJECT MANUAL AND DRAWINGS: 22 

ADD new Documents in their entirety, noted as Addendum 01, dated June 20, 2022 23 

DRAWING E4.2 24 

  25 
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 27 

REFER TO DRAWINGS ATTACHED TO THE END OF THIS ADDENDUM  28 

 29 

 30 

END OF ADDENDUM NO 01 31 

 32 
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1 HAND SINK5
FAUCET5 1/2" 1/2"

1-1/2"

2 ROLL-IN PAN RACK5
3 1-SECTION GLASS DOOR REFRIGERATOR2 6.5 120 1 X1/3
4 WORK COUNTER W/SINK1

FAUCET1 1/2"1/2"
2"

5 UNDERCOUNTER REFRIGERATOR3 3.2 120 1 X1/5

7 OPEN HEARTH OVEN1 1.1 120 1 X
7a TYPE I HOOD FOR OVEN1 15.0* 120 1 X * 15.0 AMP CIRCUIT, NOT FL AMPS - CONTROLS

685 EXHAUST CFMS @ 0.80" S.P.

1053/4"* * VIA GAS QUICK DISCONNECT
6 MOBILE BUTCHER BLOCK TABLE1

9 1-COMPARTMENT WALK-IN COOLER1 15.0* 120 1 X * 15.0 AMP CIRCUIT, NOT FL AMPS
10 REFRIGERATION RACK SYSTEM1
10a COOLER COIL1

12.1 208 3 X0.8/0.25
3/4"1200.8 1 X

NOT SHOWN ON PLAN - LOCATION T.B.D.

11 COOLER SHELVING1
12 NARROW 3-WELL REFRIGERATED COLD PAN1 2.0 120 1 X1/6
13 36" HEATED SURFACE6 6.5 120 1 X0.78
14 2-WELL HOT/COLD UNIT W/AUTOFILL4

DRAIN WATER TEMPERING KIT4 3/4"*
12.7 120 1 X 1"

* P.C. TO INTERPIPE TO DRAIN ON ITEM 14
1/2"*1/3

15 SNEEZE GUARD W/LIGHTS1
16 VARIABLE VOLUMN CONTROL SYSTEM:1 20.0* 120 1 X * HOOD LIGHTS & PROCESSOR - 20.0 AMP CIRCUIT, NOT FLAMPS

* ELECTRICAL SERVICES & VERIFY LOCATION OF VFD IN MECHANICAL ROOM 310 OR 350460 3 X3ITEM 22 EXHAUST FAN VFD1

ITEM 29 EXHAUST FAN VFD1

ITEM 22 MAKE-UP AIR SIGNAL1 0-10VDC* * 0-10 VDC SIGNAL TO MAKE-UP AIR UNIT VFD
ITEM 22 MAKE-UP AIR SIGNAL1 0-10VDC* * 0-10 VDC SIGNAL TO MAKE-UP AIR UNIT VFD
ITEM 29 MAKE-UP AIR SIGNAL1 0-10VDC* * 0-10 VDC SIGNAL TO MAKE-UP AIR UNIT VFD

17
18
19 1-SECTION FREEZER1 10.9 120 1 X1/2
20 2-SECTION REFRIGERATOR1 10.7 120 1 X1/3
21 WORK COUNTER W/SINK1

FAUCET1 1/2"1/2"
2"

22

23

TYPE I HOOD1

FIRE SUPPRESSION SYSTEM1
FIRE SUPPRESSION PULL STATION123a

4,258 CFM EXHAUST @ 1.00" S.P.

6.0 120 1 X

24 REFRIGERATED EQUIPMENT STAND1 4.8 120 1 X1/4
25 24" GRIDDLE2

26 48" GRIDDLE3

27 REFRIGERATED EQUIPMENT STAND2 2.9 120 1 X1/5

56.03/4"**
** VIA GAS QUICK DISCONNECT

1123/4"**
** VIA GAS QUICK DISCONNECT

15.0* 120 1 * 15.0 AMP CIRCUIT, NOT FLAMPS

* 15.0 AMP CIRCUIT, NOT FLAMPS

X

15.0* 120 1 X

28 2-SECTION FREEZER1 12.0 120 1 X1/2
29
30

TYPE I HOOD1
FIRE SUPPRESSION SYSTEM1
FIRE SUPPRESSION PULL STATION130a

1,085 CFM EXHAUST @ 0.75" S.P.
6.0 120 1 X

STAINLESS STEEL WALL PANELS131
32 FRYER SYSTEM:1

FRYER3
FRYER FILTER1

3601*
11201.0 X
11208.0 X

DUMPSTATION W/HEATLAMP1 6.3 1120 X0.75
33 4-WELL REFRIGERATED COLD PAN2 8.9 120 1 X1/2
34 SNEEZE GUARD WITH:1

6.67 120 1 X0.80
35 1

15.0* 120 1 X * 15.0 AMP CIRCUIT, NOT FL AMPS

HEATLAMP W/LIGHTS1

36
37
38
39

VENTLESS PANINI GRILL2 28.0 1208 X2.040
41 FOOD PROCESSOR1 7.0 120 1 X1
42 ISLAND WORK COUNTER W/SINK1

FAUCET1 1/2"1/2"
2"

43 2-SECTION GLASS DOOR REFRIGERATOR*2 8.08 120 1 X
44 SNEEZE GUARD WITH:1

15.0* 120 1 X * 15.0 AMP CIRCUIT, NOT FL AMPSLED LIGHTS3
45 DROP-IN SOUP WELL2

46 SNEEZE GUARD W/LIGHTS1

3.5 208 1 X0.72

15.0* 120 1 X * 15.0 AMP CIRCUIT, NOT FL AMPS

1/2"
DRAIN WATER TEMPERING KIT2 3/4"* * P.C. TO INTERPIPE TO DRAIN ON ITEM 45

47 ICE TEA BREWER5 14.0 120 1 X1.7 1/4"* VERIFY ALL REQUIREMENTS OF BEVERAGE VENDOR SUPPLIED EQUIPMENT
* P.C. TO INTERPIPE THROUGH WATER FILTER - BY BEVERAGE VENDOR

48 ICE & SODA DISPENSER3 15.0* 120 1 X 1/2"** 3/4" * 15.0 AMP CIRCUIT, NOT FL AMPS - ITEM BY BEVERAGE VENDOR
** P.C. TO INTERPIPE THRU WATER FILTER - ITEM BY BEVERAGE VENDOR

49

50 FLAVORED WATER DISPENSER*2 * ITEM PROVIDED BY OWNER

1

2
3
4

5

7

8
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9
10
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30a
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3536
37
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51 SNEEZE GUARD WITH:2
6.67 120 1 X0.80HEATLAMPS W/LIGHTS2

52
53
54

TYPE I HOOD1
FIRE SUPPRESSION SYSTEM1
FIRE SUPPRESSION PULL STATION154a

2,520 CFM EXHAUST @ 1.00" S.P.
6.0 120 1 X

55 SAUTE STATION1 2.0 120 1 X1/4 803/4* * VIA GAS QUICK DISCONNECT

56 PROTECTOR GUARD1
57
58

60 1-SECTION FREEZER1 8.5 120 1 X1/3

61

62

TYPE I HOOD1

FIRE SUPPRESSION SYSTEM1
FIRE SUPPRESSION PULL STATION162a

2,380 CFM EXHAUST @ 0.75" S.P.

6.0 120 1 X

STAINLESS STEEL WALL PANELS163
64 FRYER SYSTEM:1

FRYER1
FRYER FILTER1

801* * VIA GAS QUICK DISCONNECT
11201.0 X
11208.0 X

DUMPSTATION W/HEATLAMP1 6.3 1120 X0.75
65

65a
66 REFRIGERATED EQUIPMENT STAND1 2.0 120 1 X0.17
67 UNDERCOUNTER HEATED CABINET2 9.0 120 1 X1.1
68 24" HEATED SURFACE1 4.6 120 1 X0.55
69 3-WELL HOT/COLD UNIT1

DRAIN WATER TEMPERING KIT1 3/4"*
12.0 208 1 X 1"

* P.C. TO INTERPIPE TO DRAIN ON ITEM 69

71 1-WELL REFRIGERATED COLD PAN1 2.0 120 1 X1/6

70 SNEEZE GUARD WITH:1
6.67 120 1 X0.80HEATLAMP W/LIGHTS2
15.0* 120 1 X * 15.0 AMP CIRCUIT, NOT FL AMPSLED LIGHTS1

72 RICE COOKER2 12.9 120 1 X1.55
73
74 WORK COUNTER W/SINK1

75 COFFEE BREWER1 120/208 1 X 1/4"*  ITEM BY BEVERAGE VENDOR
* P.C. TO INTERPIPE THRU WATER FILTER - ITEM BY BEVERAGE VENDOR

23.9 4.98 1/2"

76 REFRIGERATED MERCHANDISER1 9.85 208 1 X1.75
77
78
79

3.1 120 1 X80 MILK DISPENSER*2
81 CEREAL DISPENSER8

7.0 120 1 X1/4 1/2"* * P.C. TO INTERPIPE THRU WATER FILTER - ITEM BY BEVERAGE VENDOR82 JUICE DISPENSER1
15.0* 120 1 X

11207.5 X0.9
4.42 120 1 X0.53

* 15.0 AMP CIRCUIT, NOT FL AMPSWAFFLE BATTER DISPENSER
WAFFLE IRON
CONDIMENT WARMER W/LADDLE

83 1
84 2
85 1

112016.6 X2.04-SLOT TOASTER86 2
27.0 208 1 X*1-1/2
25.0 208 1 X*1-1/2

* E.C. TO PROVDE CORD/PLUG OR TWISTLOCK
* E.C. TO PROVDE CORD/PLUG OR TWISTLOCK

1"SOFT-SERVE MACHINE87 2

88
89

TYPE I HOOD1
FIRE SUPPRESSION SYSTEM1
FIRE SUPPRESSION PULL STATION189a

2,129 CFM EXHAUST @ 1.00" S.P.
6.0 120 1 X

90 U/C PASS-THRU HEATED CABINET2 9.0 120 1 X1.1

93 SNEEZE GUARD WITH:1
6.67 120 1 X0.80HEATLAMP W/LIGHTS3

91
92

94
95
96
97

ITEM 53 EXHAUST FAN VFD1

ITEM 61 EXHAUST FAN VFD1
ITEM 88 EXHAUST FAN VFD1

ITEM 53 MAKE-UP AIR SIGNAL1 0-10VDC* * 0-10 VDC SIGNAL TO MAKE-UP AIR UNIT VFD
ITEM 53 MAKE-UP AIR SIGNAL1 0-10VDC* * 0-10 VDC SIGNAL TO MAKE-UP AIR UNIT VFD
ITEM 61 MAKE-UP AIR SIGNAL1 0-10VDC* * 0-10 VDC SIGNAL TO MAKE-UP AIR UNIT VFD
ITEM 88 MAKE-UP AIR SIGNAL1 0-10VDC* * 0-10 VDC SIGNAL TO MAKE-UP AIR UNIT VFD
ITEM 88 MAKE-UP AIR SIGNAL1 0-10VDC* * 0-10 VDC SIGNAL TO MAKE-UP AIR UNIT VFD

98
99
100
101
102
103
104
105

106
107
108
109

110

51

52
53
54
54a
55

56
57
58

60

61

62
62a
63
64

65

65a
66
67
68
69

71

70

72
73
74

75

76
77
78
79
80
81
82
83
84
85
86
87

88
89
89a
90

93

91
92

94
95
96
97
98
99
100
101
102
103
104

105a
106
107
108
109

110
111
112
113

-SPARE NUMBER--114
115

117
116

118
119
120
121

122 COUNTER W/SINK1
FAUCET1 1/2"1/2"

2"

123 3-TIER CART3
124 RED SOILED SHELVING1
125 GREEN CLEAN SHELVING2
126 2-BOWL PREP SINK1

FAUCET1 1/2"1/2"
2 @ 2"

127 1-COMPARTMENT WALK-IN FREEZER1 15.0* 120 1 X * 15.0 AMP CIRCUIT, NOT FL AMPS
128 REFRIGERATION RACK SYSTEM*1 *EXISTING/MODIFY - VERIFY ALL REQUIREMENTS

129 BULK DRY STORAGELOT
130 DRY STORAGE SHELVING1
131 1-SECTION REFRIGERATOR1 9.8 120 1 X1/3
132
133
134

POINT OF SALES STATION2135

111
112
113
114
115

117
116

118
119
120
121

122

123
124
125
126

127
128

129
130
131
132
133
134
135

3-BOWL POT & PAN SINK1
FAUCET2 1/2"1/2"

3 @ 2"* * P.C. TO INTERPIPE THRU GREASE INCEPTER AS REQ'D

4-TIER CLEAN DISH SHELVING7

PROTECTOR GUARD1

3,406 CFM SUPPLY @ 0.20" S.P.

1,904 CFM SUPPLY @ 0.20" S.P.

SNEEZE GUARD W/LIGHTS1 15.0* 120 1 X * 15.0 AMP CIRCUIT, NOT FL AMPS

REFRIGERATED BASE1 12.6 120 1 X1/4

* VIA GAS QUICK DISCONNECT

* EXISTING/RELOCATED - VERIFY REQUIREMENTS

* EXISTING/RELOCATED - VERIFY REQUIREMENTS
SILK MILK DISPENSER*1 * ITEM BY BEVERAGE VENDOR - VERIFY REQUIREMENTS5.0 120 1 X

4-WELL REFRIGERATED COLD PAN*2 5.6 120 1 X

5-WELL REFRIGERATED COLD PAN*1 5.6 120 1 X

*EXISTING/RELOCATED-VERIFY REQUIREMENTS

*EXISTING/RELOCATED-VERIFY REQUIREMENTS

UNDERCOUNTER ICE MAKER3 11.0* 120 1 X 3/8"** 3/4"
** P.C. TO INTERPIPE THRU WATER FILTER

49a WATER FILTER3 3/8"* * P.C. TO INTERPLUMB TO INLET ON ITEM 49

FREEZER SHELVING5

8 FIRE SUPPRESSION SYSTEM1
FIRE SUPPRESSION PULL STATION18a

6.0 120 1 X
8a

7a

1/2"

1"

1"

1"

1"

15.0* 120 1 X * 15.0 AMP CIRCUIT, NOT FL AMPS (VERIFY REQUIREMENTS WITH OWNER)

* DEDICATED 15.0 AMP CIRCUIT

UNDERCOUNTER PAN RACK1
WORK TOP REFRIGERATOR1 3.2 120 1 X1/5

60 QUART FLOOR MIXER1 10.0 208 3 X2.7

WATER METER1 1/2"1/2"

INGREDIENT BIN2
SHELVING1

6.3 120 1 X1/5UNDERCOUNTER REFRIG. DRAWERS1

2-WELL REFRIGERATED COLD PAN2 2.0 120 1 X1/6
COUNTER TOP BAKERY DISPLAY2 15.0* 120 1 X * 15.0 AMP CIRCUIT, NOT FL AMPS
MOBILE CUP DISPENSER5
COFFEE BREWER3

MOBILE SNEEZE GUARD2

FAUCET1 1/2"1/2"
2"

SNEEZE GUARD W/LIGHTS1 15.0* 120 1 X * 15.0 AMP CIRCUIT, NOT FL AMPS
COUNTER TOP REFRIGERATOR1 1.6 120 1 X1/10

DOUBLE DECK COMBI. OVEN1

WATER FILTER2

28.4 208 3 X* 1-1/2"

3/4"* * P.C. TO INTERPIPE TO FILTERED WATER SUPPLY ON ITEM 65

* E.C. TO PROVDE CORD/PLUG OR TWISTLOCK2@3/4"9.2
208 3 X* 1-1/2"2@3/4"28.4 9.2

SNEEZE GUARD W/LIGHTS1 15.0* 120 1 X * 15.0 AMP CIRCUIT, NOT FL AMPS
5-WELL REFRIGERATED COLD PAN1 3.1 120 1 X2/7

UNDERCOUNTER INDUCTION WARMER4 6.0 120 1 X0.65
ICE & WATER DISPENSER1 15.0* 120 1 X 3/8"** 3/4"

WATER FILTER1 3/8"* * P.C. TO INTERPLUMB TO INLET ON ITEM 105
** P.C. TO INTERPIPE THRU WATER FILTER
* 15.0 AMP CIRCUIT, NOT FL AMPS 105

105a
13.0 208 1 X3.02-SECTION HEATED CABINET1

DAY SHELVING1
16.0 120 1 X1.9PASS THRU HEATED CABINET1

4-TIER SOILED SHELVING1
4-TIER DRYING SHELVING1

CLEAN DISH DOLLY1

-SPARE NUMBER--
-SPARE NUMBER--
-SPARE NUMBER--
-SPARE NUMBER--
-SPARE NUMBER--
-SPARE NUMBER--

-SPARE NUMBER--

1/2"

1"

3/4"

120/208 1 X 1/4"*13.0 3.1 1/2"

SNEEZE GUARD WITH:
6.67 120 1 X0.80HEATLAMP W/LIGHTS3

-SPARE NUMBER--
-SPARE NUMBER--

0.8

DROP-IN HAND SINK1137 1-1/2"
ELECTRONIC FAUCET1 1/2"1/2"

137
2.0 120 1 X

59 59SNEEZE GUARD W/LIGHTS1 15.0* 120 1 X * 15.0 AMP CIRCUIT, NOT FL AMPS
136 136-SPARE NUMBER--

10b

FREEZER COIL1
COOLER COIL1
COOLER COIL1

128a
128b
128c

29.0 208 3 X**

2-COMPARTMENT WALK-IN COOLER*1
15.0* 120 1 X

*EXISTING/MODIFY - VERIFY ALL REQUIREMENTS
COOLER2 * 15.0 AMP CIRCUIT, NOT FL AMPS

128a
128b
128c

** 3/4, 1, 1.2, 3-HP COMPRESSORS
10.8 208 1 X
1.6 120 1 X
1.6 120 1 X

-SPARE NUMBER--

WORK COUNTER1

-SPARE NUMBER--

*
460 3 X2*
460 3 X1*

ITEM 22 EXHAUST FAN VFD1

460 3 X3*
ITEM 61 EXHAUST FAN VFD1 460 3 X3*

460 3 X1*
460 3 X2*

* ELECTRICAL SERVICES & VERIFY LOCATION OF VFD IN MECHANICAL ROOM 310 OR 350
* ELECTRICAL SERVICES & VERIFY LOCATION OF VFD IN MECHANICAL ROOM 310 OR 350
* ELECTRICAL SERVICES & VERIFY LOCATION OF VFD IN MECHANICAL ROOM 310 OR 350
* ELECTRICAL SERVICES & VERIFY LOCATION OF VFD IN MECHANICAL ROOM 310 OR 350
* ELECTRICAL SERVICES & VERIFY LOCATION OF VFD IN MECHANICAL ROOM 310 OR 350
* ELECTRICAL SERVICES & VERIFY LOCATION OF VFD IN MECHANICAL ROOM 310 OR 350
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NOT TO SCALE

3. DETECTION LINE WILL
    CLOSE MECHANICAL GAS VALVE.

2. TRANSFER POWER TO THE FIRE-STAT
    RELAY TO OPEN CONTACT TO
    SHUT DOWN HVAC UNIT (SUPPLY AIR).

1. ACTIVATE SHUNT TRIP CIRCUIT BREAKER,
   SHUTTING OFF FUEL AND
   POWER TO THE EQUIPMENT

WHEN DETECTION LINES OR HAND "PULL"
STATION ENERGIZE THE
FIRE PROTECTION SYSTEM, THE MICRO-SWITCH
REPOSITIONS TO:

OPERATION

3. CONNECT THE SHUNT TRIP RELAY TO
    THE  MICRO-SWITCH (C).

2. CONNECT THE FIRE-STAT RELAY (B).

1. CONNECT THE INCOMING LIVE LEAD (A) TO
    THE COMMON TERMINAL SWITCH.

HVAC/MAKE-UP AIR AND
GAS/ELECTRICAL EQUIPMENT
SHUTDOWN WHEN USING
A MECHANICAL GAS VALVE

TYPICAL ANSUL UL300 R-102 FIRE PROTECTION SYSTEM DETAIL

FIRE-STAT
RELAY

BY HVAC

S

POWER TO
COOKING

EQUIPMENT

SHUNT TRIP CIRCUIT BREAKER
IN ELECTRICAL PANEL BY E.C.

OR UDS BY UDS MANUFACTURER

MECHANICAL
GAS VALVE

CABLE BY FIRE SYSTEM
CONTRACTOR;

CONDUIT BY E.C.

HVAC UNIT
CONTROL PANEL

MANUAL
PULL

(CONDUIT AND BOX
BY E.C.) CABLE BY FIRE
SYSTEM CONTRACTOR

MECHANICAL
CABLE

ASSEMBLY
FIRE

PROTECTION
PANEL

120V (A)
BY E.C.

NEUTRAL
BY E.C.

(B)

(C)

MICRO-SWITCH
SPDT

NO

NC

MICRO-SWITCH

WIRING BETWEEN
COMPONENTS BY E.C.
(LOCATED IN PANEL)

TO NC OR NO
SWITCH AS
REQ'D BY
ALARM ALARM

IF
REQ'D

PULL STATION
MOUNTING HOLE
(UPPER RIGHT)

PULL STATION
MOUNTING HOLE
(LOWER LEFT)

FINISHED
WALL

1/2" EMT
CONDUIT TO
ANSUL SYSTEM
CONCEALED IN
WALL BY E.C.
NO 90° BENDS

4" OCTAGONAL BOX
RACO NO. 165

OR EQUAL
BY E.C.

FIRE SUPPRESSION SYSTEM RECESSED PULL STATION
SCALE: N.T.S.

ELECTRICAL SCOPE OF WORK FOR MELINK SYSTEM
1. ELECTRICAL CONTRACTOR SHALL WIRE THE I/O PROCESSOR INSIDE THE INTELLI-HOOD CONTROL
CABINET WITH AN INPUT OF 115V FROM A DEDICATED CIRCUIT. THIS CIRCUIT MUST LOSE POWER

2. ELECTRICAL CONTRACTOR SHALL WIRE THE ELECTRONIC MOTOR STARTERS (VFDS) INSIDE THE
INTELLI-HOOD CONTROL CABINET BY CONNECTING 3-PHASE INPUT POWER FROM THE CIRCUIT
BREAKERS. THE OUTPUT WIRING TO BE CONNECTED TO THE RESPECTIVE FAN MOTOR. THE OUTPUT
WIRING FROM EACH STARTER MUST BE RUN IN SEPARATE CONDUIT.  SEE DETAILS ON MELINK DRAWING

THE MELINK INTELLI-HOOD OPERATOR IS UL AND CSA LISTED, AND CONFORMS WITH ALL
APPLICABLE CODES AND STANDARDS INCLUDING NFPA 96, IMC, BOCA, SBCCI, ICBO, NSF, AND CE.

APPROVALS

WHEN THE FIRE SUPPRESSION SYSTEM IS ACTIVATED.  PURPOSE IS TO SHUT OFF HOOD LIGHTS
AND SEND EXHAUST FANS TO FULL SPEED.  THE OUTPUT WIRING TO BE CONNECTED TO THE
HOOD LIGHTS. SEE DETAILS ON MELINK DRAWING

E  L  E  C  T  R   I  C  A  L    C  O  N  N  E  C  T  I  O  N    S  C  H  E  D  U  L  E
120-V, 1-PH SERVICE, 1/5-HP, 3.2 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 5, UNDERCOUNTER REFRIGERATOR, AT 1'-2"-AFF.E-5

E-3 120-V, 1-PH SERVICE, 1/3-HP, 6.5 FL AMPS, ELECTRICAL OUTLET AT 7'-6"-AFF FOR SERVICE TO ITEM 3, 1-SECTION GLASS DOOR REFRIGERATOR, AT 7'-2"-AFF.

E-7 120-V, 1-PH SERVICE, 2.0 FL AMPS, CONNECT TO 2-POLE WALL MOUNTED SWITCH AND INTERWIRE TO CONNECTION ON ITEM 7, OPEN HEARTH OVEN, AT 9"-AFF.
(E.C. TO PROVIDE AND INSTALL SHUNT TRIP BREAKER) (WALL SWITCH TO ALSO PROVIDE ON/OFF CONTROL TO ITEM 7a, TYPE I HOOD THAT IS SERVICING ITEM 7)

E-7a 120-V, 1-PH SERVICE, 15.0 AMP CIRCUIT, NOT FL AMPS, CONNECT TO 2-POLE WALL MOUNTED SWITCH AND INTERWIRE TO HOOD FAN MOTOR STARTER SERVICING ITEM 7a, TYPE I HOOD.
(FAN STARTER FURNISHED AND INSTALLED BY OTHERS) (E.C. TO FURNISH AND INSTALL ADDITIONAL COMPONENTS SO THAT FAN MOTOR WILL REMAIN ON DURING ANSUL SYSTEM ACTIVATION)

E.C. TO PROVIDE AND INSTALL CONCEALED CONDUIT (WITH NO 90° BENDS) BETWEEN FIRE SUPPRESSION SYSTEM AND REMOTE RECESSED PULL STATION.
120-V, 1-PH SERVICE, 6.0 FL AMPS, STUB ABOVE CEILING AND CONNECT AT ITEM 8, FIRE SUPPRESSION SYSTEM (VERIFY SERVICE REQUIREMENTS WITH FIRE SUPPRESSION SYSTEM SUPPLIER)E-8

E-9 120-V, 1-PH SERVICE, 15.0 AMP CIRCUIT, NOT FL AMPS, JUNCTION BOX AT 8'-6"-AFF AND CONNECT TO ITEM 9, COOLER LIGHTS, SWITCH, AND DOOR HEATER.
(E.C. TO INTERWIRE BETWEEN LIGHTS & SWITCH AND TO SEAL ANY WALK-IN PENETRATIONS MADE FOR ELECTRICAL CONNECTIONS)

E-10 208-V, 3-PH SERVICE, 12.1 FL AMP LOAD, 1/3, 0.25, 0.8-HP COMPRESSORS, DISCONNECT SWITCH AND CONNECT AT ITEM 10, REFRIGERATION RACK SYSTEM,
LOCATED OUTSIDE ON 6" CURB BY G.C. (VERIFY LOCATION WITH ARCHITECT)

E-10b 120-V, 1-PH SERVICE, 0.8 FL AMPS, JUNCTION BOX AT 8'-6"-AFF AND CONNECT AT ITEM 10a, COOLER COIL.
120-V, 1-PH SERVICE, 1/6-HP, 2.0 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 12, NARROR 3-WELL REFRIGERATED COLD PAN, AT 2'-6"-AFF.E-12
120-V, 1-PH SERVICE, 0.78-KW, 6.5 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 13, 36" HEATED SURFACE, AT 2'-6"-AFF.E-13
120-V, 1-PH SERVICE, 1/3-HP, 12.7 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 14, 2-WELL HOT/COLD UNIT W/AUTOFILL, AT 2'-6"-AFF.E-14
120-V, 1-PH SERVICE, 15.0 AMP CIRCUIT, NOT FL AMPS, ELECTRICAL OUTLET MOUNTED IN COUNTER BASE, WITH ON/OFF SWITCH MOUNTED IN COUNTER BASE FOR SERVICE TO BALLAST
FOR LIGHTS ON ITEM 15, SNEEZE GUARD W/HEAT LAMPS & LIGHTS. (E.C. TO PROVIDE AND INSTALL ON/OFF SWITCH IN ACCESSIBLE LOCATION NEAR WORKER'S SIDE OF COUNTER.)

E-15

E-19 120-V, 1-PH SERVICE, 1/2-HP, 10.9 FL AMPS, ELECTRICAL OUTLET AT 7'-6"-AFF FOR SERVICE TO ITEM 19, 1-SECTION FREEZER, AT 7'-2"-AFF.
E-20 120-V, 1-PH SERVICE, 1/3-HP, 10.7 FL AMPS, ELECTRICAL OUTLET AT 7'-6"-AFF FOR SERVICE TO ITEM 20, 2-SECTION REFRIGERATOR, AT 7'-2"-AFF.

E.C. TO PROVIDE AND INSTALL CONCEALED CONDUIT (WITH NO 90° BENDS) BETWEEN FIRE SUPPRESSION SYSTEM AND REMOTE RECESSED PULL STATION.
120-V, 1-PH SERVICE, 6.0 FL AMPS, STUB ABOVE CEILING AND CONNECT AT ITEM 23, FIRE SUPPRESSION SYSTEM (VERIFY SERVICE REQUIREMENTS WITH FIRE SUPPRESSION SYSTEM SUPPLIER)E-23

120-V, 1-PH SERVICE, 1/4-HP, 4.8 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 24, REFRIGERATED EQUIPMENT BASE, AT 1'-2"-AFF.E-24
120-V, 1-PH SERVICE, 15.0 AMP CIRCUIT, NOT FL AMPS, ELECTRICAL OUTLET AT 4'-0"-AFF FOR SERVICE TO ITEM 25, 24" GRIDDLE, AT 3'-6"-AFF.E-25
120-V, 1-PH SERVICE, 15.0 AMP CIRCUIT, NOT FL AMPS, ELECTRICAL OUTLET AT 4'-0"-AFF FOR SERVICE TO ITEM 26, 48" GRIDDLE, AT 3'-6"-AFF.E-26
120-V, 1-PH SERVICE, 1/5-HP, 2.9 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 27, REFRIGERATED EQUIPMENT BASE, AT 1'-2"-AFF.E-27

E-28 120-V, 1-PH SERVICE, 1/2-HP, 12.0 FL AMPS, ELECTRICAL OUTLET AT 7'-6"-AFF FOR SERVICE TO ITEM 28, 2-SECTION FREEZER, AT 7'-2"-AFF.

E.C. TO PROVIDE AND INSTALL CONCEALED CONDUIT (WITH NO 90° BENDS) BETWEEN FIRE SUPPRESSION SYSTEM AND REMOTE RECESSED PULL STATION.
120-V, 1-PH SERVICE, 6.0 FL AMPS, STUB ABOVE CEILING AND CONNECT AT ITEM 30, FIRE SUPPRESSION SYSTEM (VERIFY SERVICE REQUIREMENTS WITH FIRE SUPPRESSION SYSTEM SUPPLIER)E-30

120-V, 1-PH SERVICE, 8.0 FL AMPS, ELECTRICAL OUTLET AT 1'-6"-AFF FOR SERVICE TO FRYER FILTER ON ITEM 32, FRYER SYSTEM, AT 6"-AFF. (E.C. TO PROVIDE AND INSTALL SHUNT TRIP BREAKER)E-32b
120-V, 1-PH SERVICE, 6.3 FL AMPS, ELECTRICAL OUTLET AT 3'-0"-AFF FOR SERVICE TO DUMP STATION W/HEAT LAMP ON ITEM 32, FRYER SYSTEM, AT 4'-4"-AFF.
(E.C. TO PROVIDE AND INSTALL SHUNT TRIP BREAKER)

E-32c

120-V, 1-PH SERVICE, 1.0 FL AMPS, ELECTRICAL OUTLET AT 1'-6"-AFF FOR SERVICE CONTROLS ON ITEM 32, FRYER SYSTEM, AT 6"-AFF. (E.C. TO PROVIDE AND INSTALL SHUNT TRIP BREAKER)E-32

120-V, 1-PH SERVICE, 2/7-HP, 3.1 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 33, 4-WELL REFRIGERATED COLD PAN, AT 2'-6"-AFF.E-33
E-34

120-V, 1-PH SERVICE, 5.6 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 36, 4-WELL REFRIGERATED COLD PAN, AT 2'-6"-AFF. (E.C. TO VERIFY REQUIREMENTS OF EXISTING UNIT)E-36

120-V, 1-PH SERVICE, 5.6 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 38, 5-WELL REFRIGERATED COLD PAN, AT 2'-6"-AFF. (E.C. TO VERIFY REQUIREMENTS OF EXISTING UNIT)E-38
120-V, 1-PH SERVICE, 15.0 AMP CIRCUIT, NOT FL AMPS, ELECTRICAL OUTLET MOUNTED IN COUNTER BASE, WITH ON/OFF SWITCH MOUNTED IN COUNTER BASE FOR SERVICE TO BALLAST
FOR LIGHTS ON ITEM 39, SNEEZE GUARD W/LIGHTS. (E.C. TO PROVIDE AND INSTALL ON/OFF SWITCH IN ACCESSIBLE LOCATION NEAR WORKER'S SIDE OF COUNTER.)

E-39

208-V, 1-PH SERVICE, 2.0-KW, 28.0 FL AMPS, SPECIAL PURPOSE OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 40, VENTLESS PANINI GRILL, AT 3'-6"-AFF.E-40
E-42 ELECTRICAL SERVICE STUB UP FROM FLOOR AND ROUTE THROUGH BASE OF ITEM 42, ISLAND WORK COUNTER W/SINK, FOR SERVICE TO THE FOLLOWING:

(COUNTER PROVIDED WITH EMPTY ELECTRICAL BOXES. ELECTRICAL CONTRACTOR TO PROVIDE ALL NECESSARY ELECTRICAL OUTLETS/COMPONENTS, SWITCHES AND INTERWIRING FOR CONNECTION IN FIELD.)
EMPTY ELECTRICAL BOXES. ELECTRICAL CONTRACTOR TO PROVIDE LOAD CENTER, ALL NECESSARY ELECTRICAL OUTLETS/COMPONENTS, SWITCHES AND INTERWIRING FOR CONNECTION IN FIELD.)
A.  120-V, 1-PH SERVICE, 1/5-HP, 2.46 FL AMPS, ELECTRICAL OUTLET MOUNTED IN COUNTER BASE FOR SERVICE TO ITEM 5, UNDERCOUNTER REFRIGERATOR.
B.  120-V, 1-PH SERVICE, 1-HP, 7.0 FL AMPS, ELECTRICAL OUTLET MOUNTED ON COUNTER TOP FOR SERVICE TO ITEM 41, FOOD PROCESSOR.

E-43 120-V, 1-PH SERVICE, 8.08 FL AMPS, ELECTRICAL OUTLET AT 7'-6"-AFF FOR SERVICE TO ITEM 43, 2-SECTION GLASS DOOR REFRIGERATOR, AT 7'-2"-AFF.
(E.C. TO VERIFY REQUIREMENTS OF EXISTING UNIT)
120-V, 1-PH SERVICE, 15.0 AMP CIRCUIT, NOT FL AMPS, ELECTRICAL OUTLET MOUNTED IN COUNTER BASE, WITH ON/OFF SWITCH MOUNTED IN COUNTER BASE FOR SERVICE TO BALLAST
FOR LIGHTS ON ITEM 44, SNEEZE GUARD W/LIGHTS. (E.C. TO PROVIDE AND INSTALL ON/OFF SWITCH IN ACCESSIBLE LOCATION NEAR WORKER'S SIDE OF COUNTER.)

E-44

208-V, 1-PH SERVICE, 0.72-KW, 3.5 FL AMPS, SPECIAL PURPOSE OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 45, DROP-IN SOUP WELL, AT 2'-6"-AFF.E-45
120-V, 1-PH SERVICE, 15.0 AMP CIRCUIT, NOT FL AMPS, ELECTRICAL OUTLET MOUNTED IN COUNTER BASE, WITH ON/OFF SWITCH MOUNTED IN COUNTER BASE FOR SERVICE TO BALLAST
FOR LIGHTS ON ITEM 46, SNEEZE GUARD W/LIGHTS. (E.C. TO PROVIDE AND INSTALL ON/OFF SWITCH IN ACCESSIBLE LOCATION NEAR WORKER'S SIDE OF COUNTER.)

E-46

120-V, 1-PH SERVICE, 1.7-KW, 14.0 FL AMPS, ELECTRICAL OUTLET AT 4'-0"-AFF AND CONNECT TO ITEM 47, ICED TEA BREWER, AT 3'-6"-AFF. (E.C. TO VERIFY REQUIREMENTS WITH BEVERAGE VENDOR)E-47
120-V, 1-PH SERVICE, 15.0 AMP CIRCUIT, NOT FL AMPS, ELECTRICAL OUTLET AT 4'-0"-AFF AND CONNECT TO ITEM 48, ICE & SODA DISPENSER, AT 3'-6"-AFF. (E.C. TOE-48
VERIFY REQUIREMENTS WITH BEVERAGE VENDOR)
120-V, 1-PH SERVICE, 0.8-KW, 11.0 FL AMPS, DEDICATED 15.0 AMP CIRCUIT, ELECTRICAL OUTLET AT 2'-0"-AFF AND CONNECT TO ITEM 49, UNDERCOUNTER ICE MAKER, AT 5'-0"-AFF.E-49

E-51 120-V, 1-PH SERVICE, 0.8-KW, 6.67 FL AMPS, STUB OUT WALL AT 2'-0"-AFF AND CONNECT TO HEATLAMP & LIGHTS ON ITEM 51, SNEEZE GUARD W/HEAT LAMPS & LIGHTS.

E.C. TO PROVIDE AND INSTALL CONCEALED CONDUIT (WITH NO 90° BENDS) BETWEEN FIRE SUPPRESSION SYSTEM AND REMOTE RECESSED PULL STATION.
120-V, 1-PH SERVICE, 6.0 FL AMPS, STUB ABOVE CEILING AND CONNECT AT ITEM 54, FIRE SUPPRESSION SYSTEM (VERIFY SERVICE REQUIREMENTS WITH FIRE SUPPRESSION SYSTEM SUPPLIER)E-54

E-55 120-V, 1-PH SERVICE, 1/4-HP, 2.0 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 55, SAUTEE STATION, AT 2'-6"-AFF. (E.C. TO PROVIDE AND INSTALL SHUNT TRIP BREAKER)
E-55b 120-V, 1-PH SERVICE, 1/4-HP, 12.6 FL AMPS, ELECTRICAL OUTLET AT 1'-6"-AFF FOR SERVICE TO REFRIGERATED BASE ON ITEM 55, SAUTEE STATION, AT 1'-0"-AFF.

(E.C. TO PROVIDE AND INSTALL SHUNT TRIP BREAKER)

E-60 120-V, 1-PH SERVICE, 1/3-HP, 8.5 FL AMPS, ELECTRICAL OUTLET AT 7'-6"-AFF FOR SERVICE TO ITEM 60, 1-SECTION FREEZER, AT 7'-2"-AFF.

E.C. TO PROVIDE AND INSTALL CONCEALED CONDUIT (WITH NO 90° BENDS) BETWEEN FIRE SUPPRESSION SYSTEM AND REMOTE RECESSED PULL STATION.
120-V, 1-PH SERVICE, 6.0 FL AMPS, STUB ABOVE CEILING AND CONNECT AT ITEM 62, FIRE SUPPRESSION SYSTEM (VERIFY SERVICE REQUIREMENTS WITH FIRE SUPPRESSION SYSTEM SUPPLIER)E-62

120-V, 1-PH SERVICE, 8.0 FL AMPS, ELECTRICAL OUTLET AT 1'-6"-AFF FOR SERVICE TO FRYER FILTER ON ITEM 64, FRYER SYSTEM, AT 6"-AFF. (E.C. TO PROVIDE AND INSTALL SHUNT TRIP BREAKER)E-64b
120-V, 1-PH SERVICE, 6.3 FL AMPS, ELECTRICAL OUTLET AT 3'-0"-AFF FOR SERVICE TO DUMP STATION W/HEAT LAMP ON ITEM 64, FRYER SYSTEM, AT 4'-4"-AFF.
(E.C. TO PROVIDE AND INSTALL SHUNT TRIP BREAKER)

E-64c

120-V, 1-PH SERVICE, 1.0 FL AMPS, ELECTRICAL OUTLET AT 1'-6"-AFF FOR SERVICE CONTROLS ON ITEM 64, FRYER SYSTEM, AT 6"-AFF. (E.C. TO PROVIDE AND INSTALL SHUNT TRIP BREAKER)E-64

E-65

120-V, 1-PH SERVICE, 0.17-HP, 2.0 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 66, REFRIGERATED EQUIPMENT BASE, AT 1'-2"-AFF.E-66
120-V, 1-PH SERVICE, 1.1-KW, 9.0 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 67, UNDERCOUNTER HEATED CABINET, AT 2'-2"-AFF.E-67
120-V, 1-PH SERVICE, 0.55-KW, 4.6 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 68, 24" HEATED SURFACE, AT 2'-6"-AFF.E-68
208-V, 1-PH SERVICE, 12.0 FL AMPS, SPECIAL PURPOSE OUTLET AT 2'-0"-AFF FOR CONNECTION TO ITEM 69, 3-WELL HOT/COLD UNIT, AT 2'-6"-AFF.E-69

E-70 120-V, 1-PH SERVICE, 0.8-KW, 6.67 FL AMPS, STUB OUT WALL AT 2'-0"-AFF AND CONNECT TO HEATLAMP & LIGHTS ON ITEM 70, SNEEZE GUARD W/HEAT LAMPS & LIGHTS.
120-V, 1-PH SERVICE, 15.0 AMP CIRCUIT, NOT FL AMPS, ELECTRICAL OUTLET MOUNTED IN COUNTER BASE, WITH ON/OFF SWITCH MOUNTED IN COUNTER BASE FOR SERVICE TO BALLAST
FOR LIGHTS ON ITEM 70, SNEEZE GUARD W/HEAT LAMPS & LIGHTS. (E.C. TO PROVIDE AND INSTALL ON/OFF SWITCH IN ACCESSIBLE LOCATION NEAR WORKER'S SIDE OF COUNTER.)

E-70b

120-V, 1-PH SERVICE, 1/6-HP, 2.0 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 71, 1-WELL REFRIGERATED COLD PAN, AT 2'-6"-AFF.E-71

E  L  E  C  T  R   I  C  A  L    C  O  N  N  E  C  T  I  O  N    S  C  H  E  D  U  L  E

120-V, 1-PH SERVICE, 1.55-KW, 12.9 FL AMPS, ELECTRICAL OUTLET AT 4'-0"-AFF FOR SERVICE TO ITEM 72, RICE COOKER, AT 3'-6"-AFF.E-72

120/208-V, 1-PH SERVICE, 4.98-KW, 23.9 FL AMPS, STUB OUT WALL AT 4'-0"-AFF AND CONNECT TO ITEM 75, COFFEE BREWER, AT 3'-6"-AFF. (E.C. TO VERIFY REQUIREMENTS WITH BEVERAGE VENDOR)E-75
208-V, 1-PH SERVICE, 1.75-KW, 9.85 FL AMPS, SPECIAL PURPOSE OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 76, REFRIGERATED MERCHANDISER, AT 2'-0"-AFF.E-76

120-V, 1-PH SERVICE, 5.0 FL AMPS, ELECTRICAL OUTLET AT 4'-0"-AFF FOR SERVICE TO ITEM 79, SILK MILK DISPENSER, AT 3'-6"-AFF. (E.C. TO VERIFY REQUIREMENTS WITH BEVERAGE VENDOR)E-79
120-V, 1-PH SERVICE, 3.1 FL AMPS, ELECTRICAL OUTLET AT 4'-0"-AFF FOR SERVICE TO ITEM 80, MILK DISPENSER, AT 3'-6"-AFF. (E.C. TO VERIFY REQUIREMENTS WITH EXISTING UNIT)E-80
120-V, 1-PH SERVICE, 1.7-KW, 14.0 FL AMPS, ELECTRICAL OUTLET AT 4'-0"-AFF FOR SERVICE TO ITEM 82, JUICE DISPENSER, AT 3'-6"-AFF. (E.C. TO VERIFY REQUIREMENTS WITH BEVERAGE VENDOR)E-82
120-V, 1-PH SERVICE, 15.0 AMP CIRCUIT, NOT FL AMPS, ELECTRICAL OUTLET AT 4'-0"-AFF FOR SERVICE TO ITEM 83, WAFFLE BATTER DISPENSER, AT 3'-6"-AFF.E-83
120-V, 1-PH SERVICE, 0.9-KW, 7.5 FL AMPS, ELECTRICAL OUTLET AT 4'-0"-AFF FOR SERVICE TO ITEM 84, WAFFLE IRON, AT 3'-6"-AFF.E-84
120-V, 1-PH SERVICE, 0.53-KW, 4.42 FL AMPS, ELECTRICAL OUTLET AT 4'-0"-AFF FOR SERVICE TO ITEM 85, CONDIMENT WARMER W/LADDLE, AT 3'-6"-AFF.E-85
120-V, 1-PH SERVICE, 2.0-KW, 16.6 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 86, 4-SLOT TOASTER, AT 3'-6"-AFF.E-86
208-V, 1-PH SERVICE, 1-1/2-HP, 27.0 FL AMPS, SPECIAL PURPOSE OUTLET AT 1'-6"-AFF FOR SERVICE TO ITEM 87, SOFT SERVE DISPENSER, AT 6"-AFF.
(E.C. TO PROVIDE AND INSTALL CORD & PLUG.)

E-87

208-V, 1-PH SERVICE, 1-1/2-HP, 25.0 FL AMPS, SPECIAL PURPOSE OUTLET AT 1'-6"-AFF FOR SERVICE TO ITEM 87, SOFT SERVE DISPENSER, AT 6"-AFF.
(E.C. TO PROVIDE AND INSTALL CORD & PLUG.)

E-87b

E.C. TO PROVIDE AND INSTALL CONCEALED CONDUIT (WITH NO 90° BENDS) BETWEEN FIRE SUPPRESSION SYSTEM AND REMOTE RECESSED PULL STATION.
120-V, 1-PH SERVICE, 6.0 FL AMPS, STUB ABOVE CEILING AND CONNECT AT ITEM 89, FIRE SUPPRESSION SYSTEM (VERIFY SERVICE REQUIREMENTS WITH FIRE SUPPRESSION SYSTEM SUPPLIER)E-89

E-90 120-V, 1-PH SERVICE, 1.1-KW, 9.0 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 90, U/C PASS-THRU HEATED CABINET, AT 1'-6"-AFF.
E-93 120-V, 1-PH SERVICE, 0.8-KW, 6.67 FL AMPS, STUB OUT WALL AT 2'-0"-AFF AND CONNECT TO HEATLAMP & LIGHTS ON ITEM 93, SNEEZE GUARD W/HEAT LAMPS & LIGHTS.

E-98
E-100

E-103

E-104

120-V, 1-PH SERVICE, 15.0 AMP CIRCUIT, NOT FL AMPS, JUNCTION BOX AT 8'-6"-AFF AND CONNECT TO ITEM 127, FREEZER LIGHTS, SWITCH, AND DOOR HEATER.
(E.C. TO INTERWIRE BETWEEN LIGHTS & SWITCH, ALSO PROVIDE 1.31 FL AMPS FOR FREEZER DRAIN TAPE AND 0.07 FL AMPS FOR FREEZER VENT PORT)
(E.C. TO SEAL ANY WALK-IN PENETRATIONS MADE FOR ELECTRICAL CONNECTIONS)

E-127

E-128

E-128b 208-V, 1-PH SERVICE, 10.8 FL AMPS, JUNCTION BOX AT 8'-6"-AFF AND CONNECT AT ITEM 128a, FREEZER COIL.

E-131 120-V, 1-PH SERVICE, 1/3-HP, 9.8 FL AMPS, ELECTRICAL OUTLET AT 7'-6"-AFF FOR SERVICE TO ITEM 131, 1-SECTION REFRIGERATOR, AT 7'-2"-AFF.
120-V, 1-PH SERVICE, 15.0 AMP CIRCUIT, NOT FL AMPS, ELECTRICAL OUTLET, AT 4'-0"-AFF  FOR SERVICE TO ITEM 135, POINT OF SALE STATION, AT 3'-6"-AFF.
(E.C. TO PROVIDE AND INSTALL CONDUIT TO RUN CABLE FOR ELECTRONIC REGISTER SYSTEM AS REQ'D., VERIFY REQUIREMENTS WITH POINT OF SALE EQUIPMENT FURNISHED BY OWNER)

E-135

E-74 ELECTRICAL SERVICE STUB UP FROM FLOOR AND ROUTE THROUGH BASE OF ITEM 74, ISLAND WORK COUNTER, FOR SERVICE TO THE FOLLOWING:
(COUNTER PROVIDED WITH EMPTY ELECTRICAL BOXES. ELECTRICAL CONTRACTOR TO PROVIDE ALL NECESSARY ELECTRICAL OUTLETS/COMPONENTS, SWITCHES AND INTERWIRING FOR CONNECTION IN FIELD.)
EMPTY ELECTRICAL BOXES. ELECTRICAL CONTRACTOR TO PROVIDE LOAD CENTER, ALL NECESSARY ELECTRICAL OUTLETS/COMPONENTS, SWITCHES AND INTERWIRING FOR CONNECTION IN FIELD.)
A.  120-V, 1-PH SERVICE, 1/5-HP, 2.46 FL AMPS, ELECTRICAL OUTLET MOUNTED IN COUNTER BASE FOR SERVICE TO ITEM 5, UNDERCOUNTER REFRIGERATOR.

120-V, 1-PH SERVICE, 0.8-KW, 6.67 FL AMPS, STUB OUT WALL AT 2'-0"-AFF AND CONNECT TO HEATLAMP & LIGHTS ON ITEM 34, SNEEZE GUARD W/HEAT LAMPS & LIGHTS.
E-35 120-V, 1-PH SERVICE, 0.8-KW, 6.67 FL AMPS, STUB OUT WALL AT 2'-0"-AFF AND CONNECT TO HEATLAMP & LIGHTS ON ITEM 35, SNEEZE GUARD W/HEAT LAMPS & LIGHTS.

208-V, 3-PH SERVICE, 2.7-HP, 10.0 FL AMPS, STUB OUT WALL AT 4'-0"-AFF FOR SERVICE TO ITEM 37, 60-QUART FLOOR MIXER, AT 3'-0"-AFF.E-37

208-V, 3-PH SERVICE, 9.2-KW, 28.4 FL AMPS, STUB OUT WALL AT 1'-6"-AFF FOR CONNECTION TO BOTTOM DECK OF ITEM 65, DOUBLE DECK COMBI OVEN, AT 6"-AFF.

208-V, 3-PH SERVICE, 9.2-KW, 28.4 FL AMPS, STUB OUT WALL AT 4'-0"-AFF FOR CONNECTION TO TOP DECK OF ITEM 65, DOUBLE DECK COMBI OVEN, AT 3'-10"-AFF.
(E.C. TO PROVIDE & INSTALL SHUNT TRIP BREAKER AND CORD& PLUG OR TWIST LOCK)

(E.C. TO PROVIDE & INSTALL SHUNT TRIP BREAKER AND CORD& PLUG OR TWIST LOCK)
E-65b

120-V, 1-PH SERVICE, 15.0 AMP CIRCUIT, NOT FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO LIGHTS ON ITEM 96, COUNTER TOP BAKERY CASE, AT 3'-0"-AFF.E-96
120/208-V, 1-PH SERVICE, 3.1-KW, 13.0 FL AMPS, STUB OUT WALL AT 4'-0"-AFF AND CONNECT TO ITEM 98, COFFEE BREWER, AT 3'-6"-AFF.
120-V, 1-PH SERVICE, 15.0 AMP CIRCUIT, NOT FL AMPS, ELECTRICAL OUTLET MOUNTED IN COUNTER BASE, WITH ON/OFF SWITCH MOUNTED IN COUNTER BASE FOR SERVICE TO BALLAST
FOR LIGHTS ON ITEM 100, SNEEZE GUARD W/LIGHTS. (E.C. TO PROVIDE AND INSTALL ON/OFF SWITCH IN ACCESSIBLE LOCATION NEAR WORKER'S SIDE OF COUNTER.)

E-101 120-V, 1-PH SERVICE, 1/10-HP, 1.6 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF AND CONNECT TO ITEM 101, COUNTER TOP REFRIGERATOR, AT 3'-6"-AFF.
120-V, 1-PH SERVICE, 2/7-HP, 3.1 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 102, 5-WELL REFRIGERATED COLD PAN, AT 2'-6"-AFF.E-102
120-V, 1-PH SERVICE, 15.0 AMP CIRCUIT, NOT FL AMPS, ELECTRICAL OUTLET MOUNTED IN COUNTER BASE, WITH ON/OFF SWITCH MOUNTED IN COUNTER BASE FOR SERVICE TO BALLAST
FOR LIGHTS ON ITEM 103, SNEEZE GUARD W/LIGHTS. (E.C. TO PROVIDE AND INSTALL ON/OFF SWITCH IN ACCESSIBLE LOCATION NEAR WORKER'S SIDE OF COUNTER.)
120-V, 1-PH SERVICE, 0.65-KW, 6.0 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 104, UNDERCOUNTER INDUCTION WARMER, AT 2'-6"-AFF.

E-105 120-V, 1-PH SERVICE, 15.0 AMP CIRCUIT, NOT FL AMPS, ELECTRICAL OUTLET AT 4'-0"-AFF AND CONNECT TO ITEM 105, ICE & WATER DISPENSER, AT 3'-6"-AFF.
E-106 208-V, 1-PH SERVICE, 3.0-KW, 13.0 FL AMPS, SPECIAL PURPOSE OUTLET AT 7'-6"-AFF FOR SERVICE TO ITEM 106, 2-SECTION HEATED CABINET, AT 7'-2"-AFF.
E-108 120-V, 1-PH SERVICE, 1.9-KW, 16.0 FL AMPS, ELECTRICAL OUTLET AT 5'-0"-AFF FOR SERVICE TO ITEM 108, PASS-THRU HEATED CABINET, AT 6'-0"-AFF.

120-V, 1-PH SERVICE, 15.0 AMP CIRCUIT, NOT FL AMPS, ELECTRICAL OUTLET MOUNTED IN COUNTER BASE, WITH ON/OFF SWITCH MOUNTED IN COUNTER BASE FOR SERVICE TO BALLAST
FOR LIGHTS ON ITEM 59, SNEEZE GUARD W/LIGHTS. (E.C. TO PROVIDE AND INSTALL ON/OFF SWITCH IN ACCESSIBLE LOCATION NEAR WORKER'S SIDE OF COUNTER.)

E-59

E-137 120-V, 1-PH SERVICE, 2.0 FL AMPS, ELECTRICAL OUTLET AT 1'-6"-AFF FOR SERVICE TO ELECTRONIC FAUCET ON 137, DROP-IN HAND SINK, AT 1'-6"-AFF.

120-V, 1-PH SERVICE, 1/6-HP, 2.0 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 95, 2-WELL REFRIGERATED COLD PAN, AT 3'-0"-AFF.E-95

120-V, 1-PH SERVICE, 1/5-HP, 6.3 FL AMPS, ELECTRICAL OUTLET AT 2'-0"-AFF FOR SERVICE TO ITEM 78, UNDERCOUNTER REFRIGERATED DRAWERS, AT 3'-0"-AFF.E-78

E-18 120-V, 1-PH SERVICE, 1/5-HP, 3.2 FL AMPS, FLOOR MOUNTED ELECTRICAL OUTLET FOR SERVICE TO ITEM 18, WORK TOP REFRIGERATOR, AT 1'-2"-AFF.

E-16 120-V, 1-PH SERVICE, 20.0 AMP CIRCUIT, NOT FL AMPS, ELECTRICAL CONDUIT, STUB FROM CEILING AND CONNECT TO MELINK SYSTEM PROCESSOR LOCATED IN ITEM 16, MELINK SYSTEM CONTROL
CABINET. (E.C. TO INTERWIRE TO THE MELINK SYSTEM THAT CONSISTS OF HOOD KEYPAD CONTROLS, AUXILIARY LIGHT CONTROLS, AND EXAUST FAN VFD'S FOR HOODS ITEM 22 & 29.)
ALL LINE VOLTAGE AND CONTROL WIRING MUST BE COMPLETED PRIOR TO THE MELINK CORPORATION HOOD START-UP. THE POWER FOR THE MELINK SENSORS IS INTERWIRED FROM THE MELINK

(E.C. TO PROVIDE AND INSTALL SHUNT TRIP BREAKER)
PROCESSOR. (SEE BAS/MUA WIRING DETAIL FOR ADDITIONAL DETAILS ON MAKE-UP AIR UNIT CONTROL WIRING FROM MELINK PROCESSOR. WIRING NOT FURNISHED WITH MELINK SYSTEM).

E-16d 460-V, 3-PHASE, AND 1-HP TO VERIFY WITH MELINK DRAWINGS #3581116, CONNECT TO EXHAUST FAN VFD FOR ITEM 22, TYPE I HOOD, AND CONNECT TO EXHAUST FAN. (VERIFY LOCATION OF VFD
IN MECHANICAL ROOM 310 OR 350 WITH MECHANICAL ENGINEER.) (VERIFY ALL REQUIREMENTS WITH MECHANICAL ENGINEER AND FIELD COORDINATE EXACT LOCATION.) (E.C. TO ROUTE MELINK
SUPPLIED COMMUNICATION CABLE FROM MELINK PROCESSOR TO VFD.)

E-16g

208-V, 3-PH SERVICE, 29.0 FL AMP LOAD, 1/3, 1.0, 1.2, 3-HP COMPRESSORS, DISCONNECT SWITCH AND CONNECT AT ITEM 128, REFRIGERATION RACK SYSTEM,
LOCATED OUTSIDE ON 6" CURB BY G.C. (VERIFY LOCATION WITH ARCHITECT)

E-128c 120-V, 1-PH SERVICE, 1.6 FL AMPS, JUNCTION BOX AT 8'-6"-AFF AND CONNECT AT ITEM 128b, COOLER COIL.
E-128d 120-V, 1-PH SERVICE, 1.6 FL AMPS, JUNCTION BOX AT 8'-6"-AFF AND CONNECT AT ITEM 128c, COOLER COIL.

E-16b 120-V, 1-PH SERVICE, 20.0 AMP CIRCUIT, NOT FL AMPS, ELECTRICAL CONDUIT, STUB FROM CEILING AND CONNECT TO MELINK SYSTEM PROCESSOR LOCATED IN ITEM 16, MELINK SYSTEM CONTROL
CABINET. (E.C. TO INTERWIRE TO THE MELINK SYSTEM THAT CONSISTS OF HOOD KEYPAD CONTROLS, AUXILIARY LIGHT CONTROLS, AND EXAUST FAN VFD'S FOR HOODS ITEM 53 & 61.)
ALL LINE VOLTAGE AND CONTROL WIRING MUST BE COMPLETED PRIOR TO THE MELINK CORPORATION HOOD START-UP. THE POWER FOR THE MELINK SENSORS IS INTERWIRED FROM THE MELINK

(E.C. TO PROVIDE AND INSTALL SHUNT TRIP BREAKER)
PROCESSOR. (SEE BAS/MUA WIRING DETAIL FOR ADDITIONAL DETAILS ON MAKE-UP AIR UNIT CONTROL WIRING FROM MELINK PROCESSOR. WIRING NOT FURNISHED WITH MELINK SYSTEM).

E-16c 120-V, 1-PH SERVICE, 20.0 AMP CIRCUIT, NOT FL AMPS, ELECTRICAL CONDUIT, STUB FROM CEILING AND CONNECT TO MELINK SYSTEM PROCESSOR LOCATED IN ITEM 16, MELINK SYSTEM CONTROL
CABINET. (E.C. TO INTERWIRE TO THE MELINK SYSTEM THAT CONSISTS OF HOOD KEYPAD CONTROLS, AUXILIARY LIGHT CONTROLS, AND EXAUST FAN VFD'S FOR HOOD ITEM 88.)
ALL LINE VOLTAGE AND CONTROL WIRING MUST BE COMPLETED PRIOR TO THE MELINK CORPORATION HOOD START-UP. THE POWER FOR THE MELINK SENSORS IS INTERWIRED FROM THE MELINK

(E.C. TO PROVIDE AND INSTALL SHUNT TRIP BREAKER)
PROCESSOR. (SEE BAS/MUA WIRING DETAIL FOR ADDITIONAL DETAILS ON MAKE-UP AIR UNIT CONTROL WIRING FROM MELINK PROCESSOR. WIRING NOT FURNISHED WITH MELINK SYSTEM).

E-16e 460-V, 3-PHASE, AND 3-HP TO VERIFY WITH MELINK DRAWINGS #3581116, CONNECT TO EXHAUST FAN VFD FOR ITEM 29, TYPE I HOOD, AND CONNECT TO EXHAUST FAN. (VERIFY LOCATION OF VFD

E-16f 460-V, 3-PHASE, AND 2-HP TO VERIFY WITH MELINK DRAWINGS #3581116, CONNECT TO EXHAUST FAN VFD FOR ITEM 29, TYPE I HOOD, AND CONNECT TO EXHAUST FAN. (VERIFY LOCATION OF VFD

460-V, 3-PHASE, AND 3-HP TO VERIFY WITH MELINK DRAWINGS #3581116, CONNECT TO EXHAUST FAN VFD FOR ITEM 53, TYPE I HOOD, AND CONNECT TO EXHAUST FAN. (VERIFY LOCATION OF VFD

E-16h 460-V, 3-PHASE, AND 3-HP TO VERIFY WITH MELINK DRAWINGS #3581116, CONNECT TO EXHAUST FAN VFD FOR ITEM 61, TYPE I HOOD, AND CONNECT TO EXHAUST FAN. (VERIFY LOCATION OF VFD

E-16i 460-V, 3-PHASE, AND 1-HP TO VERIFY WITH MELINK DRAWINGS #3581116, CONNECT TO EXHAUST FAN VFD FOR ITEM 61, TYPE I HOOD, AND CONNECT TO EXHAUST FAN. (VERIFY LOCATION OF VFD

E-16j 460-V, 3-PHASE, AND 2-HP TO VERIFY WITH MELINK DRAWINGS #3581116, CONNECT TO EXHAUST FAN VFD FOR ITEM 88, TYPE I HOOD, AND CONNECT TO EXHAUST FAN. (VERIFY LOCATION OF VFD

IN MECHANICAL ROOM 310 OR 350 WITH MECHANICAL ENGINEER.) (VERIFY ALL REQUIREMENTS WITH MECHANICAL ENGINEER AND FIELD COORDINATE EXACT LOCATION.) (E.C. TO ROUTE MELINK
SUPPLIED COMMUNICATION CABLE FROM MELINK PROCESSOR TO VFD.)

IN MECHANICAL ROOM 310 OR 350 WITH MECHANICAL ENGINEER.) (VERIFY ALL REQUIREMENTS WITH MECHANICAL ENGINEER AND FIELD COORDINATE EXACT LOCATION.) (E.C. TO ROUTE MELINK
SUPPLIED COMMUNICATION CABLE FROM MELINK PROCESSOR TO VFD.)

IN MECHANICAL ROOM 310 OR 350 WITH MECHANICAL ENGINEER.) (VERIFY ALL REQUIREMENTS WITH MECHANICAL ENGINEER AND FIELD COORDINATE EXACT LOCATION.) (E.C. TO ROUTE MELINK
SUPPLIED COMMUNICATION CABLE FROM MELINK PROCESSOR TO VFD.)

IN MECHANICAL ROOM 310 OR 350 WITH MECHANICAL ENGINEER.) (VERIFY ALL REQUIREMENTS WITH MECHANICAL ENGINEER AND FIELD COORDINATE EXACT LOCATION.) (E.C. TO ROUTE MELINK
SUPPLIED COMMUNICATION CABLE FROM MELINK PROCESSOR TO VFD.)

IN MECHANICAL ROOM 310 OR 350 WITH MECHANICAL ENGINEER.) (VERIFY ALL REQUIREMENTS WITH MECHANICAL ENGINEER AND FIELD COORDINATE EXACT LOCATION.) (E.C. TO ROUTE MELINK
SUPPLIED COMMUNICATION CABLE FROM MELINK PROCESSOR TO VFD.)

IN MECHANICAL ROOM 310 OR 350 WITH MECHANICAL ENGINEER.) (VERIFY ALL REQUIREMENTS WITH MECHANICAL ENGINEER AND FIELD COORDINATE EXACT LOCATION.) (E.C. TO ROUTE MELINK
SUPPLIED COMMUNICATION CABLE FROM MELINK PROCESSOR TO VFD.)
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REPRESENTED BY n

GENERAL NOTES

APPLIES TO THIS DRAWING ONLY

KEYNOTES

1. REROUTE AND EXTEND EXISTING CONDUIT AND CONDUCTORS AS NEEDED FOR THE 
RELOCATION OF THE EQUIPMENT. COORDINATE RELOCATION WITH THE MECHANICAL 
CONTRACTOR.

A. REFER TO MECHANICAL DEMOLITION DRAWING M1.2 FOR EXACT LOCATION OF ALL 
DEMOLISHED EQUIPMENT.
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1/8" = 1'-0"

ELECTRICAL ROOF PLAN

DIV 23 ELECTRICAL CONNECTION SCHEDULE ROOF PLAN

TAG VOLTAGE
#

POLES LOAD PANEL CCT# WIRE DISCONNECTING MEANS REMARKS

DOAS-1 480 V 3 46.9 kVA 3HR 8,10,12 3#2,#8G,1-1/4"C PROVIDED WITH UNIT

DOAS-2 480 V 3 27.5 kVA 3HR 31,33,35 3#6,10G,1"C PROVIDED WITH UNIT

DOAS-3 480 V 3 17.5 kVA 3HB 7,9,11 3#8,10G,3/4"C PROVIDED WITH UNIT

DOAS-4 480 V 3 15.8 kVA 3HB 31,33,35 3#10,10G,3/4"C PROVIDED WITH UNIT

EF-2-1 460 V 3 2.5 kVA 3HB 25,27,29 3#12,#12G,3/4"C PROVIDED WITH UNIT PROVIDE VFD FOR MELINK SYSTEM IN
SAME ROOM AS PANELBOARD. REFER TO
FS DRAWINGS FOR MELINK SYSTEM
INSTALLATION REQUIREMENTS

EF-2-6 460 V 3 4.0 kVA 3HC 26,28,30 3#12,#12G,3/4"C PROVIDED WITH UNIT PROVIDE VFD FOR MELINK SYSTEM IN
SAME ROOM AS PANELBOARD. REFER TO
FS DRAWINGS FOR MELINK SYSTEM
INSTALLATION REQUIREMENTS

EF-2-7 460 V 3 4.0 kVA 3HC 7,9,11 3#12,#12G,3/4"C PROVIDED WITH UNIT PROVIDE VFD FOR MELINK SYSTEM IN
SAME ROOM AS PANELBOARD. REFER TO
FS DRAWINGS FOR MELINK SYSTEM
INSTALLATION REQUIREMENTS

EF-2-9 460 V 3 4.0 kVA 3HR 19,21,23 3#12,#12G,3/4"C PROVIDED WITH UNIT PROVIDE VFD FOR MELINK SYSTEM IN
SAME ROOM AS PANELBOARD. REFER TO
FS DRAWINGS FOR MELINK SYSTEM
INSTALLATION REQUIREMENTS

EF-2-10 460 V 3 1.5 kVA 3HR 13,15,17 3#12,#12G,3/4"C PROVIDED WITH UNIT

EF-2-11 460 V 3 1.8 kVA 3HR 25,27,29 3#12,#12G,3/4"C PROVIDED WITH UNIT PROVIDE VFD FOR MELINK SYSTEM IN
SAME ROOM AS PANELBOARD. REFER TO
FS DRAWINGS FOR MELINK SYSTEM
INSTALLATION REQUIREMENTS

0' 8'4' 16'2'

1/8" = 1'-0"

APPROXIMATE LOCATION OF 
PANELBOARD 3HR LOCATED 
IN MECHANICAL ROOM 350 
ON THE THIRD FLOOR. 

APPROXIMATE LOCATION OF 
PANELBOARD 3HB AND 3HC 
LOCATED IN MECHANICAL ROOM 
310 ON THE THIRD FLOOR. 
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REPRESENTED BY n

GENERAL NOTES

APPLIES TO THIS DRAWING ONLY

KEYNOTES

1. EXISTING RECEPTACLE CIRCUIT IS BEING DEMOLITION. REROUTE EXISTING 
CONDUIT/CONDUCTORS AS NEEDED FROM EXISTING RECEPTACLE TO NEW ELECTRICAL 
CIRCUIT SHOWN ON PLAN.

2. PROVIDE EXPANSION RING AS NEEDED TO EXTEND EXISTING ELECTRICAL BOX TO NEW 
WALL FINISH DEPTH. PROVIDE NEW DEVICE/FACE PLATE AND REROUTE EXISTING 
CONDUIT/CONDUCTOR TO ELECTRICAL CIRCUIT SHOWN ON PLAN.

3. REROUTE THREE EXISTING 20A/1P CIRCUITS FOR 249F TELECOM CURRENTLY BEING FED 
BY CIRCUIT NUMBERS 13, 15, AND 17 IN PANEL 2KK TO NEW PANEL 2KJ. 

4. FIXTURE TYPE "R". CONNECT TO THE LIGHTING CIRCUIT SERVING THE VENUE. MOUNT 
DRIVER ABOVE ACCESSIBLE CEILING. REFER TO ARCHITECTURAL DRAWINGS FOR 
MOUNTING DETAILS.

5. PROVIDE CEILING MOUNTED DUPLEX RECEPTACLE ON ROOD DECK FOR FLAT PANEL 
DISPLAY. REFER TO AV DRAWINGS FOR EXACT LOCATION.

6. COORDINATE LOCATION AND HEIGHT FOR WALL MOUNT PRINTER/TABLET COMPUTER 
WITH OWNER PRIOR TO CONSTRUCTION.

7. COORDINATE LOCATION AND HEIGHT FOR WALL MOUNT DATA RACK WITH OWNER PRIOR 
TO CONSTRUCTION.

A. ALL CIRCUITS USED FROM PANELS "2EA" WERE MADE AVAILABLE FROM DEMOLITION. 
UPDATE PANEL SCHEDULES WITH TYPED SCHEDULE.

B. REFER TO "FS" SERIES DRAWINGS FOR ELECTRICAL ROUGH-IN TYPE AND MOUNTING 
HEIGHTS OF ALL KITCHEN EQUIPMENT LOCATIONS.
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1/4" = 1'-0"E2.2.2 E3.1

ENLARGED KITCHEN PLAN - DELI, GRILL, & PIZZA1

1/4" = 1'-0"E2.2.2 E3.1

ENLARGED KITCHEN PLAN - BISTRO2

FOOD SERVICE EQUIPMENT SCHEDULE - BISTRO
TAG DESRIPTION VOLTAGE POLES LOAD PANEL CCT # FEEDER REMARK

47 ICE TEA BREWER 120 V 1 1680.00 VA 2KJ 19 2#12,#12G,3/4"C

75 COFFEE BREWER 208 V 2 5000.00 VA 2KJ 15,17 2#10,#10N,#10G,3/4"C

96 COUNTER TOP BAKERY DISPLAY 120 V 1 1000.00 VA 2KJ 13 2#12,#12G,3/4"C

102 5-WELL REFRIGERATED COLD PAN 120 V 1 372.00 VA 2KJ 3 2#12,#12G,3/4"C

103 SNEEZE GUARD W/ LIGHTS 120 V 1 1000.00 VA 2KJ 1 2#12,#12G,3/4"C PROVIDE LIGHT SWITCH PER FS DRAWINGS.

104 UNDERCOUNTER INDUCTION WARMER 120 V 1 720.00 VA 2KJ 11 2#12,#12G,3/4"C

104 UNDERCOUNTER INDUCTION WARMER 120 V 1 720.00 VA 2KJ 9 2#12,#12G,3/4"C

104 UNDERCOUNTER INDUCTION WARMER 120 V 1 720.00 VA 2KJ 7 3#12,#12G,3/4"C

104 UNDERCOUNTER INDUCTION WARMER 120 V 1 720.00 VA 2KJ 5 2#12,#12G,3/4"C

105 ICE & WATER DISPENSER 120 V 1 1000.00 VA 2KJ 21 2#12,#12G,3/4"C

106 2-SECTION HEATED CABINET 208 V 2 2704.00 VA 2KJ 23,25 2#12,#12G,3/4"C

127 FREEZER 120 V 1 1000.00 VA 2SDP 34 2#12,#12G,3/4"C

128 REFRIGERATION RACK SYSTEM 208 V 3 9648.00 VA 2SDP 38,40,42 3#8,#10G,3/4"C LOCATED ON THE ROOF. SEE ELECTRICAL ROOF PLAN FOR EXACT LOCATION.

128b FREEZER COIL 120 V 1 650.00 VA 2SDP 30 2#12,#12G,3/4"C

128c COOLER COIL 120 V 1 240.00 VA EXISTING REUSE EXISTING EMERGENCY CIRCUIT

128d COOLER COIL 120 V 1 240.00 VA EXISTING REUSE EXISTING EMERGENCY CIRCUIT

131 1-SECTION REFRIGERATOR 120 V 1 1176.00 VA 2KJ 27 2#12,#12G,3/4"C SEE KEYNOTE 1 ON THIS DRAWING

FOOD SERVICE EQUIPMENT SCHEDULE - DELI, GRILL, & PIZZA
TAG DESRIPTION VOLTAGE POLES LOAD PANEL CCT # FEEDER REMARK

3 REFRIGERATOR 120 V 1 780.00 VA 2KR 15 2#12,#12G,3/4"C

3 REFRIGERATOR 120 V 1 780.00 VA 2KR 17 2#12,#12G,3/4"C

5 UNDERCOUNTER REFRIGERATOR 120 V 1 300.00 VA 2KR 33 2#12,#12G,3/4"C

7 OPEN HEARTH OVEN 120 V 1 240.00 VA 2KR 27 2#12,#12G,3/4"C PROVIDE SNAP SWITCH PER FS DRAWINGS

7a OPEN HEARTH OVEN HOOD 120 V 1 1000.00 VA 2KR 25 2#12,#12G,3/4"C

8 FIRE SUPPRESSION SYSTEM 120 V 1 1000.00 VA 2EA 13 2#12,#12G,3/4"C CONNECT TO FIRE ALARM SYSTEM. PROVIDE CONNECT TO REMOTE PULL STATION AS INDICATED ON FS DRAWINGS

9 1-COMPARTMENT WALK-IN COOLER 120 V 1 1000.00 VA 2SDP 32 2#12,#12G,3/4"C

10 REFRIGERATION RACK SYSTEM 208 V 3 3960.00 VA 2SDP 12,14,16 3#12,#12G,3/4"C LOCATED ON THE ROOF. SEE ELECTRICAL ROOF PLAN FOR EXACT LOCATION.

10b COOLER COIL 120 V 1 300.00 VA 2SDP 36 2#12,#12G,3/4"C

12 NARROW 3-WELL REFRIGERATED COLD PAN 120 V 1 240.00 VA 2KR 11 2#12,#12G,3/4"C

13 36" HEATED SURFACE 120 V 1 780.00 VA 2KR 7 2#12,#12G,3/4"C

13 36" HEATED SURFACE 120 V 1 780.00 VA 2KR 5 2#12,#12G,3/4"C

13 36" HEATED SURFACE 120 V 1 780.00 VA 2KR 20 2#12,#12G,3/4"C

13 36" HEATED SURFACE 120 V 1 780.00 VA 2KR 14 2#12,#12G,3/4"C

14 2-WELL HOT/COLD UNIT 120 V 1 1524.00 VA 2KR 16 2#12,#12G,3/4"C

15 SNEEZE GUARD W/ HEATLAMP & LIGHTS 120 V 1 800.00 VA 2KR 9 2#12,#12G,3/4"C PROVIDE LIGHT SWITCH PER FS DRAWINGS.

18 WORK TOP REFRIGERATOR 120 V 1 300.00 VA 2KR 13 2#12,#12G,3/4"C

19 1-SECTION FREEZER 120 V 1 1300.00 VA 2KR 31 2#12,#12G,3/4"C

20 2-SECTION REFRIGERATOR 120 V 1 1300.00 VA 2KR 29 2#12,#12G,3/4"C

23 FIRE SUPPRESSION SYSTEM 120 V 1 1000.00 VA 2EA 17 2#12,#12G,3/4"C CONNECT TO FIRE ALARM SYSTEM. PROVIDE CONNECT TO REMOTE PULL STATION AS INDICATED ON FS DRAWINGS

24 REFRIGERATED EQUIPMENT STAND 120 V 1 600.00 VA 2KR 6 2#12,#12G,3/4"C

25 24" GRIDDLE 120 V 1 1000.00 VA 2KR 4 2#12,#12G,3/4"C

26 48" GRIDDLE 120 V 1 1000.00 VA 2KR 8 2#12,#12G,3/4"C

26 48" GRIDDLE 120 V 1 1000.00 VA 2KR 10 2#12,#12G,3/4"C

27 REFRIGERATED EQUIPMENT STAND 120 V 1 360.00 VA 2KR 12 2#12,#12G,3/4"C

28 2-SECTION FREEZER 120 V 1 1440.00 VA 2KR 35 2#12,#12G,3/4"C

30 FIRE SUPPRESSION SYSTEM 120 V 1 1000.00 VA 2EA 15 2#12,#12G,3/4"C CONNECT TO FIRE ALARM SYSTEM. PROVIDE CONNECT TO REMOTE PULL STATION AS INDICATED ON FS DRAWINGS

32 FRYER 120 V 1 120.00 VA 2KR 30 2#12,#12G,3/4"C

32 FRYER 120 V 1 120.00 VA 2KR 32 2#12,#12G,3/4"C

32 FRYER 120 V 1 120.00 VA 2KR 34 2#12,#12G,3/4"C

32b FRYER FILTER 120 V 1 1000.00 VA 2KR 28 2#12,#12G,3/4"C

32c DUMPSTATION W/ HEATLAMP 120 V 1 750.00 VA 2KR 26 2#12,#12G,3/4"C

33 4-WELL REFRIGERATED COLD PAN 120 V 1 372.00 VA 2KR 36 2#12,#12G,3/4"C

34 SNEEZE GUARD W/ HEATLAMP & LIGHTS 120 V 1 800.00 VA 2KR 1 2#12,#12G,3/4"C PROVIDE LIGHT SWITCHES PER FS DRAWINGS.

34 SNEEZE GUARD W/ HEATLAMP & LIGHTS 120 V 1 800.00 VA 2KR 3 2#12,#12G,3/4"C PROVIDE LIGHT SWITCHES PER FS DRAWINGS.

35 SNEEZE GUARD W/ LIGHTS 120 V 1 800.00 VA 2KR 18 2#12,#12G,3/4"C PROVIDE LIGHT SWITCH PER FS DRAWINGS.

35 SNEEZE GUARD W/ LIGHTS 120 V 1 800.00 VA 2KR 22 2#12,#12G,3/4"C PROVIDE LIGHT SWITCH PER FS DRAWINGS.

35 SNEEZE GUARD W/ LIGHTS 120 V 1 800.00 VA 2KR 37 2#12,#12G,3/4"C PROVIDE LIGHT SWITCH PER FS DRAWINGS.

37 60 QUART FLOOR MIXER 208 V 3 1284.00 VA 2KR 19,21,23 3#12,#12G,3/4"C

48 ICE & SODA DISPENSER 120 V 1 600.00 VA 2KR 40 2#12,#12G,3/4"C

49 UNDERCOUNTER ICE MAKER 120 V 1 1320.00 VA 2KR 42 2#12,#12G,3/4"C

59 SNEEZE GUARD W/ LIGHTS 120 V 1 500.00 VA 2KR 38 2#12,#12G,3/4"C PROVIDE LIGHT SWITCH PER FS DRAWINGS.

0' 4'2' 8'1'

1/4" = 1'-0"

1/4" = 1'-0"E2.2.2 E3.1

ENLARGED KITCHEN PLAN - EXISTING RERIFERATION3
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REPRESENTED BY n

GENERAL NOTES

APPLIES TO THIS DRAWING ONLY

KEYNOTES

1. EXISTING RECEPTACLE CIRCUIT IS BEING DEMOLITION. REROUTE EXISTING 
CONDUIT/CONDUCTORS AS NEEDED FROM EXISTING RECEPTACLE TO NEW ELECTRICAL 
CIRCUIT SHOWN ON PLAN.

2. PROVIDE EXPANSION RING AS NEEDED TO EXTEND EXISTING ELECTRICAL BOX TO NEW 
WALL FINISH DEPTH. PROVIDE NEW DEVICE/FACE PLATE AND REROUTE EXISTING 
CONDUIT/CONDUCTOR TO ELECTRICAL CIRCUIT SHOWN ON PLAN.

3. REROUTE THREE EXISTING 20A/1P CIRCUITS FOR 249F TELECOM CURRENTLY BEING FED 
BY CIRCUIT NUMBERS 13, 15, AND 17 IN PANEL 2KK TO NEW PANEL 2KJ. 

4. FIXTURE TYPE "R". CONNECT TO THE LIGHTING CIRCUIT SERVING THE VENUE. MOUNT 
DRIVER ABOVE ACCESSIBLE CEILING. REFER TO ARCHITECTURAL DRAWINGS FOR 
MOUNTING DETAILS.

5. PROVIDE CEILING MOUNTED DUPLEX RECEPTACLE ON ROOD DECK FOR FLAT PANEL 
DISPLAY. REFER TO AV DRAWINGS FOR EXACT LOCATION.

6. COORDINATE LOCATION AND HEIGHT FOR WALL MOUNT PRINTER/TABLET COMPUTER 
WITH OWNER PRIOR TO CONSTRUCTION.

7. COORDINATE LOCATION AND HEIGHT FOR WALL MOUNT DATA RACK WITH OWNER PRIOR 
TO CONSTRUCTION.

A. ALL CIRCUITS USED FROM PANELS "2EA" WERE MADE AVAILABLE FROM DEMOLITION. 
UPDATE PANEL SCHEDULES WITH TYPED SCHEDULE.

B. REFER TO "FS" SERIES DRAWINGS FOR ELECTRICAL ROUGH-IN TYPE AND MOUNTING 
HEIGHTS OF ALL KITCHEN EQUIPMENT LOCATIONS.
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ENLARGED KITCHEN PLAN - ACTION4
1/4" = 1'-0"E2.2.2 E3.2

ENLARGED KITCHEN PLAN - PRODUCE5

1/4" = 1'-0"E2.2.2 E3.2

ENLARGED KITCHEN PLAN - DESSERT3

1/4" = 1'-0"E2.2.2 E3.2

ENLARGED KITCHEN PLAN - BREAKFAST1
1/4" = 1'-0"E2.2.2 E3.2

ENLARGED KITCHEN PLAN - ENTREE2

0' 4'2' 8'1'

1/4" = 1'-0"

FOOD SERVICE EQUIPMENT SCHEDULE - ACTION
TAG DESRIPTION VOLTAGE POLES LOAD PANEL CCT # FEEDER REMARK

5 UNDERCOUNTER REFRIGERATOR 120 V 1 500.00 VA 2KB 8 2#12,#12G,3/4"C SEE E-74 ON FS DRAWINGS

14 2-WELL HOT/COLD UNIT 120 V 1 1560.00 VA 2KB 26 2#12,#12G,3/4"C

14 2-WELL HOT/COLD UNIT 120 V 1 1560.00 VA 2KB 24 2#12,#12G,3/4"C

25 24" GRIDDLE 120 V 1 1000.00 VA 2KB 30 2#12,#12G,3/4"C

47 ICE TEA BREWER 120 V 1 1680.00 VA 2KB 14 2#12,#12G,3/4"C

47 ICE TEA BREWER 120 V 1 1680.00 VA 2KB 16 2#12,#12G,3/4"C

48 ICE & SODA DISPENSER 120 V 1 600.00 VA 2KB 12 2#12,#12G,3/4"C

49 UNDERCOUNTER ICE MAKER 120 V 1 800.00 VA 2KB 10 2#12,#12G,3/4"C

50 FLAVORED WATER DISPENSER 120 V 1 1680.00 VA 2KB 18 2#12,#12G,3/4"C

50 FLAVORED WATER DISPENSER 120 V 1 1680.00 VA 2KB 20 2#12,#12G,3/4"C

51 SNEEZE GUARD W/ HEATLAMP & LIGHTS 120 V 1 800.00 VA 2KB 22 2#12,#12G,3/4"C PROVIDE LIGHT SWITCH PER FS DRAWINGS.

51 SNEEZE GUARD W/ HEATLAMP & LIGHTS 120 V 1 800.00 VA 2KB 28 2#12,#12G,3/4"C PROVIDE LIGHT SWITCH PER FS DRAWINGS.

54 FIRE SUPPRESSION SYSTEM 120 V 1 1000.00 VA 2EA 11 2#12,#12G,3/4"C CONNECT TO FIRE ALARM SYSTEM. PROVIDE CONNECT TO REMOTE PULL STATION AS INDICATED ON FS DRAWINGS

55 SAUTE STATION 120 V 1 240.00 VA 2KB 25 2#12,#12G,3/4"C

55b REFRIGERATED EQUIPMENT BASE 120 V 1 1512.00 VA 2KB 27 2#12,#12G,3/4"C

60 1-SECTION FREEZER 120 V 1 1020.00 VA 2KB 2 2#12,#12G,3/4"C

61 TYPE I HOOD 120 V 1 500.00 VA 2KB 5 2#12,#12G,3/4"C CONNECT LIGHTS TO HOOD MOUNTED SWITCH

62 FIRE SUPPRESSION SYSTEM 120 V 1 1000.00 VA 2EA 9 2#12,#12G,3/4"C CONNECT TO FIRE ALARM SYSTEM. PROVIDE CONNECT TO REMOTE PULL STATION AS INDICATED ON FS DRAWINGS

64 FRYER 120 V 1 120.00 VA 2KB 9 2#12,#12G,3/4"C

64b FRYER FILTER 120 V 1 960.00 VA 2KB 11 2#12,#12G,3/4"C

64c DUMPSTATION W/HEATLAMP 120 V 1 750.00 VA 2KB 7 2#12,#12G,3/4"C

65 DOUBLE DECK COMBI. OVEN 208 V 3 10224.00 VA 2KB 32,34,36 3#8,#10G,3/4"C

65b DOUBLE DECK COMBI. OVEN 208 V 3 10224.00 VA 2KB 38,40,42 3#8,#10G,3/4"C

66 REFRIGERATED EQUIPMENT STAND 120 V 1 240.00 VA 2KC 2 2#12,#12G,3/4"C

67 UNDERCOUNTER HEATED CABINET 120 V 1 1080.00 VA 2KB 1 2#12,#12G,3/4"C

67 UNDERCOUNTER HEATED CABINET 120 V 1 1080.00 VA 2KB 3 2#12,#12G,3/4"C

68 24" HEATED SURFACE 120 V 1 550.00 VA 2KB 33 2#12,#12G,3/4"C

69 3-WELL HOT FOOD UNIT 208 V 2 2496.00 VA 2KB 15,17 2#12,#12G,3/4"C

70 SNEEZE GUARD W/ HEATLAMP & LIGHTS 120 V 1 800.00 VA 2KB 13 2#12,#12G,3/4"C PROVIDE LIGHT SWITCH PER FS DRAWINGS.

70 SNEEZE GUARD W/ HEATLAMP & LIGHTS 120 V 1 800.00 VA 2KC 14 2#12,#12G,3/4"C PROVIDE LIGHT SWITCH PER FS DRAWINGS.

70b SNEEZE GUARD W/ HEATLAMP & LIGHTS 120 V 1 800.00 VA 2KB 13 2#12,#12G,3/4"C PROVIDE LIGHT SWITCH PER FS DRAWINGS.

71 REFRIGERATED COLD PAN 120 V 1 240.00 VA 2KB 35 2#12,#12G,3/4"C

72 RICE COOKER 120 V 1 1550.00 VA 2KB 19 2#12,#12G,3/4"C

72 RICE COOKER 120 V 1 1550.00 VA 2KB 23 2#12,#12G,3/4"C

98 COFFEE BREWER 208 V 2 5000.00 VA 2KC 32,34 2#10,#10N,#10G,3/4"C

98 COFFEE BREWER 208 V 2 5000.00 VA 2KC 40,42 2#10,#10N,#10G,3/4"C

98 COFFEE BREWER 208 V 2 5000.00 VA 2KC 36,38 2#10,#10N,#10G,3/4"C

137 ELECTRONIC FAUCET 120 V 1 500.00 VA 2KB 6 2#12,#12G,3/4"C

FOOD SERVICE EQUIPMENT SCHEDULE - BREAKFAST
TAG DESRIPTION VOLTAGE POLES LOAD PANEL CCT # CONDUIT/WIRE REMARK

79 SILK MILK DISPENSER 120 V 1 600.00 VA 2KD 1 2#12,#12G,3/4"C

80 MILK DISPENSER 120 V 1 500.00 VA 2KD 9 2#12,#12G,3/4"C

80 MILK DISPENSER 120 V 1 500.00 VA 2KD 7 2#12,#12G,3/4"C

82 JUICE DISPENSER 120 V 1 1680.00 VA 2KD 11 2#12,#12G,3/4"C

83 WAFFLE BATTER DISPENSER 120 V 1 1000.00 VA 2KD 21 2#12,#12G,3/4"C

84 WAFFLE IRON 120 V 1 900.00 VA 2KD 19 2#12,#12G,3/4"C

84 WAFFLE IRON 120 V 1 900.00 VA 2KD 17 2#12,#12G,3/4"C

85 CONDIMENT WARMER W/LADDLE 120 V 1 600.00 VA 2KD 15 2#12,#12G,3/4"C

86 4-SLOT TOASTER 120 V 1 1920.00 VA 2KD 3 2#12,#12G,3/4"C

86 4-SLOT TOASTER 120 V 1 1920.00 VA 2KD 5 2#12,#12G,3/4"C

95 2-WELL REFRIGERATED COLD PAN 120 V 1 240.00 VA 2KD 13 2#12,#12G,3/4"C

100 SNEEZE GUARD W/ LIGHTS 120 V 1 1000.00 VA 2KD 27 2#12,#12G,3/4"C PROVIDE LIGHT SWITCH PER FS DRAWINGS.

101 COUNTER TOP REFRIGERATOR 120 V 1 240.00 VA 2KD 23 2#12,#12G,3/4"C

FOOD SERVICE EQUIPMENT SCHEDULE - DESSERT
TAG DESRIPTION VOLTAGE POLES LOAD PANEL CCT # FEEDER REMARK

16 MELINK SYSTEM CONTROLLER - GRILL 120 V 1 500.00 VA 2KR 2 2#12,#12G,3/4"C REFER TO FS DRAWINGS FOR MELINK SYSTEM INSTALLATION REQUIREMENTS

16b MELINK SYSTEM CONTROLLER - ACTION 120 V 1 500.00 VA 2KB 21 2#12,#12G,3/4"C REFER TO FS DRAWINGS FOR MELINK SYSTEM INSTALLATION REQUIREMENTS

16c MELINK SYSTEM CONTROLLER - ENTREE 120 V 1 500.00 VA 2KD 2 2#12,#12G,3/4"C REFER TO FS DRAWINGS FOR MELINK SYSTEM INSTALLATION REQUIREMENTS

76 REFRIGERATED MERCHANDISER 208 V 2 1800.00 VA 2KD 14,16 2#12,#12G,3/4"C

87 SOFT-SERVE MACHINE 208 V 2 5616.00 VA 2KD 35,37 2#8,#10G,1"C

87 SOFT-SERVE MACHINE 208 V 2 5200.00 VA 2KD 36,38 2#8,#10G,1"C

87b SOFT-SERVE MACHINE 208 V 2 5616.00 VA 2KD 39,41 2#8,#10G,1"C

87b SOFT-SERVE MACHINE 208 V 2 5200.00 VA 2KD 40,42 2#8,#10G,1"C

FOOD SERVICE EQUIPMENT SCHEDULE - ENTREE
TAG DESRIPTION VOLTAGE POLES LOAD PANEL CCT # FEEDER REMARK

13 36" HEATED SURFACE 120 V 1 780.00 VA 2KD 4 2#12,#12G,3/4"C

13 36" HEATED SURFACE 120 V 1 780.00 VA 2KD 6 2#12,#12G,3/4"C

14 2-WELL HOT/COLD UNIT 120 V 1 1560.00 VA 2KD 28 2#12,#12G,3/4"C

26 48" GRIDDLE 120 V 1 672.00 VA 2KD 26 2#12,#12G,3/4"C

27 REFRIGERATED EQUIPMENT BASE 120 V 1 360.00 VA 2KD 25 2#12,#12G,3/4"C

89 FIRE SUPPRESSION SYSTEM 120 V 1 1000.00 VA 2EA 7 2#12,#12G,3/4"C CONNECT TO FIRE ALARM SYSTEM. PROVIDE CONNECT TO REMOTE PULL STATION AS INDICATED ON FS DRAWINGS

90 U/C PASS THRU HEATED CABINET 120 V 1 1080.00 VA 2KD 32 2#12,#12G,3/4"C

90 U/C PASS THRU HEATED CABINET 120 V 1 1080.00 VA 2KD 34 2#12,#12G,3/4"C

93 SNEEZE GUARD W/ HEATLAMP & LIGHTS 120 V 1 800.00 VA 2KD 10 2#12,#12G,3/4"C PROVIDE LIGHT SWITCHES PER FS DRAWINGS.

93 SNEEZE GUARD W/ HEATLAMP & LIGHTS 120 V 1 800.00 VA 2KD 8 2#12,#12G,3/4"C PROVIDE LIGHT SWITCHES PER FS DRAWINGS.

93 SNEEZE GUARD W/ HEATLAMP & LIGHTS 120 V 1 800.00 VA 2KD 12 2#12,#12G,3/4"C PROVIDE LIGHT SWITCHES PER FS DRAWINGS.

108 PASS THRU HEATED CABINET 120 V 1 1920.00 VA 2KD 30 2#12,#12G,3/4"C

FOOD SERVICE EQUIPMENT SCHEDULE - PRODUCE
TAG DESRIPTION VOLTAGE POLES LOAD PANEL CCT # CONDUIT/WIRE REMARK

5 UNDERCOUNTER REFRIGERATOR 120 V 1 300.00 VA 2KI 19 2#12,#12G,3/4"C

5* UNDERCOUNTER REFRIGERATOR 120 V 1 300.00 VA 2KI 29 2#12,#12G,3/4"C SEE E-42 ON FS DRAWINGS

33 4-WELL REFRIGERATED COLD PAN 120 V 1 372.00 VA 2KI 5 2#12,#12G,3/4"C

36 4-WELL REFRIGERATED COLD PAN 120 V 1 672.00 VA 2KI 20 2#12,#12G,3/4"C

36 4-WELL REFRIGERATED COLD PAN 120 V 1 672.00 VA 2KI 22 2#12,#12G,3/4"C

38 5-WELL REFRIGERATED COLD PAN 120 V 1 672.00 VA 2KI 18 2#12,#12G,3/4"C

39 SNEEZE GUARD W/LED LIGHTS 120 V 1 804.00 VA 2KI 26 2#12,#12G,3/4"C PROVIDE LIGHT SWITCH PER FS DRAWINGS.

39 SNEEZE GUARD W/LED LIGHTS 120 V 1 804.00 VA 2KI 31 2#12,#12G,3/4"C PROVIDE LIGHT SWITCH PER FS DRAWINGS.

40 VENTLESS PANINI GRILL 208 V 2 5824.00 VA 2KI 36,38 2#10,#10G,3/4"C

40 VENTLESS PANINI GRILL 208 V 2 5824.00 VA 2KI 40,42 2#10,#10G,3/4"C

41 FOOD PROCESSOR 120 V 1 840.00 VA 2KI 13 2#12,#12G,3/4"C SEE E-42 ON FS DRAWINGS

43 2-SECTION GLASS DOOR REFRIGERATOR 120 V 1 960.00 VA 2KI 23 2#12,#12G,3/4"C

43 2-SECTION GLASS DOOR REFRIGERATOR 120 V 1 960.00 VA 2KI 25 2#12,#12G,3/4"C

44 SNEEZE GUARD W/LED LIGHTS 120 V 1 1000.00 VA 2KI 28 2#12,#12G,3/4"C PROVIDE LIGHT SWITCH PER FS DRAWINGS.

44 SNEEZE GUARD W/LED LIGHTS 120 V 1 1000.00 VA 2KI 32 2#12,#12G,3/4"C PROVIDE LIGHT SWITCH PER FS DRAWINGS.

44 SNEEZE GUARD W/LED LIGHTS 120 V 1 1000.00 VA 2KI 30 2#12,#12G,3/4"C PROVIDE LIGHT SWITCH PER FS DRAWINGS.

45 DROP-IN SOUP WELL 208 V 2 832.00 VA 2KI 15,17 2#12,#12G,3/4"C

45 DROP-IN SOUP WELL 208 V 2 832.00 VA 2KI 7,9 2#12,#12G,3/4"C

46 SNEEZE GUARD W/LED LIGHTS 120 V 1 1000.00 VA 2KI 24 2#12,#12G,3/4"C PROVIDE LIGHT SWITCH PER FS DRAWINGS.

47 ICE TEA BREWER 120 V 1 1680.00 VA 2KI 8 2#12,#12G,3/4"C

47 ICE TEA BREWER 120 V 1 1680.00 VA 2KI 10 2#12,#12G,3/4"C

48 ICE & SODA DISPENSER 120 V 1 600.00 VA 2KI 12 2#12,#12G,3/4"C

48 ICE & SODA DISPENSER 120 V 1 600.00 VA 2KI 4 2#12,#12G,3/4"C

49 UNDERCOUNTER ICE MAKER 120 V 1 800.00 VA 2KI 16 2#12,#12G,3/4"C

49 UNDERCOUNTER ICE MAKER 120 V 1 800.00 VA 2KI 6 2#12,#12G,3/4"C

78 UNDERCOUNTER REFRIGERATED DRAWERS 120 V 1 750.00 VA 2KI 27 2#12,#12G,3/4"C

95 2-WELL REFRIGERATED COLD PAN 120 V 1 240.00 VA 2KI 11 2#12,#12G,3/4"C

96 COUNTER TOP BAKERY DISPLAY 120 V 1 1000.00 VA 2KI 34 2#12,#12G,3/4"C

REVISIONS
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MONITOR TO FIRE
ALARM SYSTEM

120V FOR FIRE 
SUPPRESSION SYSTEM

KITCHEN HOOD FIRE
SUPPRESSION SYSTEM
ITEM 30

FIRE SUPPRESSION
SYSTEM OUTPUT
CONTACTS

FIRE SUPPRESSION SYSTEM
MANUAL ACTIVATION STATION(S)
BY FOODSERVICE EQUIPMENT
PROVIDER

• PROVIDE QUANTITY, VOLTAGE, AND AMP RATING OF 
CONTACTORS AS REQUIRED TO SERVE ALL EQUIPMENT 
UNDER THE HOODS.  PROVIDE EACH WITH 120V 
CONTROL COILS AND NEMA 1 ENCLOSURES.                                                                                         

• IN NORMAL OPERATION, HOOD FIRE SUPPRESSION 
SYSTEM CONTACTS AND FIRE SUPPRESSION RELAYS 
ARE CLOSED.  UPON AUTOMATIC OR MANUAL FSS 
DISCHARGE, CONTACT SHALL OPEN CONTACTORS TO 
DE-ENERGIZE EQUIPMENT.                                                                                              

• REFER TO FS DRAWINGS FOR ADDITIONAL 
INFORMATION, AND COORDINATE WITH FOOD SERVICE 
EQUIPMENT PROVIDER.

HOOD EQUIPMENT CONTROL NOTES:
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FIRE SUPPRESSION
SYSTEM OUTPUT
CONTACTS

FIRE SUPPRESSION SYSTEM
MANUAL ACTIVATION STATION(S)
BY FOODSERVICE EQUIPMENT
PROVIDER

• PROVIDE QUANTITY, VOLTAGE, AND AMP RATING OF 
CONTACTORS AS REQUIRED TO SERVE ALL EQUIPMENT 
UNDER THE HOODS.  PROVIDE EACH WITH 120V 
CONTROL COILS AND NEMA 1 ENCLOSURES.                                                                                         

• IN NORMAL OPERATION, HOOD FIRE SUPPRESSION 
SYSTEM CONTACTS AND FIRE SUPPRESSION RELAYS 
ARE CLOSED.  UPON AUTOMATIC OR MANUAL FSS 
DISCHARGE, CONTACT SHALL OPEN CONTACTORS TO 
DE-ENERGIZE EQUIPMENT.                                                                                              

• REFER TO FS DRAWINGS FOR ADDITIONAL 
INFORMATION, AND COORDINATE WITH FOOD SERVICE 
EQUIPMENT PROVIDER.
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KITCHEN HOOD FIRE
SUPPRESSION SYSTEM
ITEM 89

FIRE SUPPRESSION
SYSTEM OUTPUT
CONTACTS

FIRE SUPPRESSION SYSTEM
MANUAL ACTIVATION STATION(S)
BY FOODSERVICE EQUIPMENT
PROVIDER

• PROVIDE QUANTITY, VOLTAGE, AND AMP RATING OF 
CONTACTORS AS REQUIRED TO SERVE ALL EQUIPMENT 
UNDER THE HOODS.  PROVIDE EACH WITH 120V 
CONTROL COILS AND NEMA 1 ENCLOSURES.                                                                                         

• IN NORMAL OPERATION, HOOD FIRE SUPPRESSION 
SYSTEM CONTACTS AND FIRE SUPPRESSION RELAYS 
ARE CLOSED.  UPON AUTOMATIC OR MANUAL FSS 
DISCHARGE, CONTACT SHALL OPEN CONTACTORS TO 
DE-ENERGIZE EQUIPMENT.                                                                                              

• REFER TO FS DRAWINGS FOR ADDITIONAL 
INFORMATION, AND COORDINATE WITH FOOD SERVICE 
EQUIPMENT PROVIDER.
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2SDP

2KD

2KR

2KB

2KI

3HB

2KC

2KJ

3HR

MISCELLANEOUS 4600 VA 100.00% 4600 VA

KITCHEN 67076 VA 65.00% 43599 VA

ELECTRIC HEAT 0 VA 0.00% 0 VA Total Est. Demand Current: 137 A

AC / HEAT PUMP 0 VA 0.00% 0 VA Total Conn. Current: 202 A

RECEPTACLES 1080 VA 100.00% 1080 VA Total Est. Demand: 49.3 kVA

EXTERIOR LIGHTING 0 VA 0.00% 0 VA Total Conn. Load: 72.8 kVA

INTERIOR LIGHTING 0 VA 0.00% 0 VA

Load Classification Connected Load Demand Factor Estimated Demand Panel Totals

(GE) = PROVIDE GFCI BREAKER FOR EQUIPMENT, 6-50mA PER 2008 NEC 427.22.  DED. NEUTRAL.   (EB) = EXISTING BREAKER
(GP) = PROVIDE GFCI BREAKER FOR PERSONNEL, 4-6mA PER 2008 NEC 210.8.  DED. NEUTRAL.      (RB) = REPLACE BREAKER WITH SIZE INDICATED
(L) = PROVIDE LOCKOUT BREAKER TO PREVENT UNAUTHORIZED SWITCHING.                                       (PB) = PROVIDE BREAKER IN EXISTING SPACE
(LC) = ROUTE TO LOAD VIA LIGHTING CONTACTOR, REF DETAIL ON DWG E4.X.

  (ML) = PROVIDE BREAKER WITH MAINTENANCE LOCKOUT, LOCKABLE OFF.                       LOADS FOR EXISTING CIRCUITS ARE ASSUMED

217 A 197 A 193 A

26 kVA 24 kVA 23 kVA

41 5.5 3.4 42

39 6.8 3.4 40

37

100 A 3 PANEL 2KC (EB)

6.5 3.4

COMBI. OVEN (GP) (RB) 3 35 A

38

35 15 A 1 REFRIGERATED COLD PAN (GP) (EB) 0.2 3.4 36

33 15 A 1 HEATED SURFACE (GP) (EB) 0.6 3.4 34

31 35 A 1 EX PLATE DOLLY (EB) 1.0 3.4

COMBI. OVEN (GP) (RB) 3 35 A

32

29 35 A 1 EX PLATE DOLLY (EB) 1.0 1.0 GRIDDLE (GP) (RB) 1 20 A 30

27 20 A 1 REFRIGERATED BASE (GP) (EB) 1.5 0.8 HEATLAMP & LIGHTS (RB) 1 20 A 28

25 20 A 1 SAUTE STATION (GP) (EB) 0.2 1.6 HOT/COLD UNIT (GP) (RB) 1 40 A 26

23 20 A 1 RICE COOKER (GP) (EB) 1.6 1.6 HOT/COLD UNIT (GP) (RB) 1 40 A 24

21 20 A 1 MELINK SYSTEM - ACTION (EB) 0.5 0.8 HEATLAMP & LIGHTS (RB) 1 20 A 22

19 20 A 1 RICE COOKER (GP) (EB) 1.6 1.7 WATER DISPENSER (GP) (RB) 1 20 A 20

17 1.2 1.7 WATER DISPENSER (GP) (RB) 1 20 A 18

15
20 A 2 HOT/COLD UNIT (GP) (RB)

1.2 1.7 ICE TEA BREWER (GP) (RB) 1 20 A 16

13 20 A 1 HEATLAMP & LIGHTS (EB) 1.6 1.7 ICE TEA BREWER (GP) (RB) 1 20 A 14

11 20 A 1 FRYER FILTER (GP) (RB) 1.0 0.6 ICE & SODA DISPENSER (GP) (RB) 1 20 A 12

9 20 A 1 FRYER (GP) (RB) 0.1 0.8 U/C ICE MAKER (GP) (EB) 1 20 A 10

7 20 A 1 DUMPSTATION (GP) (EB) 0.8 0.5 U/C REFRIGERATOR (GP) (EB) 1 20 A 8

5 20 A 1 CONTACTOR POWER - ACTION & ENTREE 0.5 0.5 ELEC FAUCET (GP) (EB) 1 20 A 6

3 15 A 1 U/C HEATED CABINET (GP) (EB) 1.1 0.9 EX REC (EB) 1 20 A 4

1 15 A 1 U/C HEATED CABINET (GP) (EB) 1.1 1.0 FREEZER - ACTION (GP) (EB) 1 20 A 2

CKT BRKR POLE LOAD A B C LOAD POLE BRKR CKT

225 AMP MLO 120/208 Wye 3 PH 4 W MOUNT: RECESSED PANEL ASSEMBLY RATED (KAIC): 10 KAIC

EXISTING PANELBOARD 2KB LOCATION: DISHWASH 248 FED FROM: 2KA

MISCELLANEOUS 2600 VA 100.00% 2600 VA

KITCHEN 16040 VA 70.00% 11228 VA

ELECTRIC HEAT 0 VA 0.00% 0 VA Total Est. Demand Current: 39 A

AC / HEAT PUMP 0 VA 0.00% 0 VA Total Conn. Current: 52 A

RECEPTACLES 180 VA 100.00% 180 VA Total Est. Demand: 14.0 kVA

EXTERIOR LIGHTING 0 VA 0.00% 0 VA Total Conn. Load: 18.8 kVA

INTERIOR LIGHTING 0 VA 0.00% 0 VA

Load Classification Connected Load Demand Factor Estimated Demand Panel Totals

(GE) = PROVIDE GFCI BREAKER FOR EQUIPMENT, 6-50mA PER 2008 NEC 427.22.  DED. NEUTRAL.   (EB) = EXISTING BREAKER
(GP) = PROVIDE GFCI BREAKER FOR PERSONNEL, 4-6mA PER 2008 NEC 210.8.  DED. NEUTRAL.      (RB) = REPLACE BREAKER WITH SIZE INDICATED
(L) = PROVIDE LOCKOUT BREAKER TO PREVENT UNAUTHORIZED SWITCHING.                                       (PB) = PROVIDE BREAKER IN EXISTING SPACE
(LC) = ROUTE TO LOAD VIA LIGHTING CONTACTOR, REF DETAIL ON DWG E4.X.

  (ML) = PROVIDE BREAKER WITH MAINTENANCE LOCKOUT, LOCKABLE OFF.                       LOADS FOR EXISTING CIRCUITS ARE ASSUMED

56 A 58 A 46 A

7 kVA 7 kVA 6 kVA

41 -- -- SPACE ONLY 0.0 2.5 42

39 -- -- SPACE ONLY 0.0 2.5
COFFEE BREWER (RB) 2 30 A

40

37 -- -- SPACE ONLY 0.0 2.5 38

35 -- -- SPACE ONLY 0.0 2.5
COFFEE BREWER (RB) 2 30 A

36

33 -- -- SPACE ONLY 0.0 2.5 34

31 -- -- SPACE ONLY 0.0 2.5
COFFEE BREWER (RB) 2 30 A

32

29 -- -- SPACE ONLY 0.0 0.0 SPACE ONLY -- -- 30

27 -- -- SPACE ONLY 0.0 0.0 SPACE ONLY -- -- 28

25 -- -- SPACE ONLY 0.0 0.0 SPACE ONLY -- -- 26

23 -- -- SPACE ONLY 0.0 0.0 SPACE ONLY -- -- 24

21 -- -- SPACE ONLY 0.0 0.0 SPACE ONLY -- -- 22

19 -- -- SPACE ONLY 0.0 0.0 SPACE ONLY -- -- 20

17 -- -- SPACE ONLY 0.0 0.0 SPACE ONLY -- -- 18

15 -- -- SPACE ONLY 0.0 0.0 SPACE ONLY -- -- 16

13 -- -- SPACE ONLY 0.0 0.8 HEATLAMP & LIGHTS (RB) 1 20 A 14

11 -- -- SPACE ONLY 0.0 0.0 SPARE (GP) (EB) 1 15 A 12

9 -- -- SPACE ONLY 0.0 0.0 SPARE (GP) (EB) 1 15 A 10

7 -- -- SPACE ONLY 0.0 0.0 SPARE (GP) (EB) 1 20 A 8

5 15 A 1 EX TRAY ACUMULATOR LTG (EB) 0.5 0.0 SPARE (GP) (EB) 1 20 A 6

3 0.5 1.3 TV REC (GP) (EB) 1 20 A 4

1
15 A 2 EX TRAY ACUMULATOR (EB)

0.5 0.2 REFRIGERATED BASE (GP) (EB) 1 20 A 2

CKT BRKR POLE LOAD A B C LOAD POLE BRKR CKT

100 AMP MLO 120/208 Wye 3 PH 4 W MOUNT: RECESSED PANEL ASSEMBLY RATED (KAIC): 10 KAIC

EXISTING PANELBOARD 2KC LOCATION: DISHWASH 248 FED FROM: 2KB

MISCELLANEOUS 600 VA 100.00% 600 VA

KITCHEN 46564 VA 65.00% 30267 VA

ELECTRIC HEAT 0 VA 0.00% 0 VA Total Est. Demand Current: 87 A

AC / HEAT PUMP 0 VA 0.00% 0 VA Total Conn. Current: 132 A

RECEPTACLES 540 VA 100.00% 540 VA Total Est. Demand: 31.4 kVA

EXTERIOR LIGHTING 0 VA 0.00% 0 VA Total Conn. Load: 47.7 kVA

INTERIOR LIGHTING 0 VA 0.00% 0 VA

Load Classification Connected Load Demand Factor Estimated Demand Panel Totals

(GE) = PROVIDE GFCI BREAKER FOR EQUIPMENT, 6-50mA PER 2008 NEC 427.22.  DED. NEUTRAL.   (EB) = EXISTING BREAKER
(GP) = PROVIDE GFCI BREAKER FOR PERSONNEL, 4-6mA PER 2008 NEC 210.8.  DED. NEUTRAL.      (RB) = REPLACE BREAKER WITH SIZE INDICATED
(L) = PROVIDE LOCKOUT BREAKER TO PREVENT UNAUTHORIZED SWITCHING.                                       (PB) = PROVIDE BREAKER IN EXISTING SPACE
(LC) = ROUTE TO LOAD VIA LIGHTING CONTACTOR, REF DETAIL ON DWG E4.X.

  (ML) = PROVIDE BREAKER WITH MAINTENANCE LOCKOUT, LOCKABLE OFF.                       LOADS FOR EXISTING CIRCUITS ARE ASSUMED

106 A 133 A 165 A

13 kVA 16 kVA 19 kVA

41 2.8 2.6 42

39
35 A 2 SOFT-SERVE MACHINE (GP) (RB)

2.8 2.6
SOFT-SERVE MACHINE (GP) (RB) 2 35 A

40

37 2.8 2.6 38

35
35 A 2 SOFT-SERVE MACHINE (GP) (RB)

2.8 2.6
SOFT-SERVE MACHINE (GP) (RB) 2 35 A

36

33 -- -- SPACE ONLY 0.0 1.1 HEATED CABINET (GP) (EB) 1 20 A 34

31 20 A 1 SPARE (GP) (EB) 0.0 1.1 HEATED CABINET (GP) (EB) 1 20 A 32

29 15 A 1 SPARE (GP) (EB) 0.0 1.9 HEATED CABINET (GP) (EB) 1 20 A 30

27 20 A 1 SNEEZE GUARD W LIGHT (EB) 1.0 1.6 2-WELL HOT/COLD UNIT (GP) (EB) 1 20 A 28

25 20 A 1 REFRIGERATED EQUIPMENT BASE (GP) (RB) 0.4 0.7 GRIDDLE (GP) (EB) 1 20 A 26

23 40 A 1 RFRIGERATOR (GP) (EB) 0.2 0.0 SPARE (GP) (EB) 1 20 A 24

21 20 A 1 BATTLE DISPENSER (GP) (EB) 1.0 0.0 SPARE (GP) (EB) 1 20 A 22

19 20 A 1 WAFFLE IRON (GP) (EB) 0.9 0.8 TV REC (GP) (EB) 1 20 A 20

17 20 A 1 WAFFLE IRON (GP) (RB) 0.9 0.4 REC DESSERT (GP) (EB) 1 20 A 18

15 20 A 1 CONDIMENT WARMER (GP) (RB) 0.6 0.9 16

13 20 A 1 REFRIGERATED COLD PAN (GP) (EB) 0.2 0.9
MERCHANDISER (GP) (RB) 2 20 A

14

11 20 A 1 JUICE DISPENSER (GP)  (EB) 1.7 0.8 HEATLAMP & LIGHTS (RB) 1 20 A 12

9 15 A 1 MILK DISPENSER (GP) (EB) 0.5 0.8 HEATLAMP & LIGHTS (RB) 1 20 A 10

7 15 A 1 MILK DISPENSER (GP) (EB) 0.5 0.8 HEATLAMP & LIGHTS (RB) 1 20 A 8

5 20 A 1 TOASTER (GP) (RB) 1.9 0.8 HEATED SURFACE (GP) (RB) 1 20 A 6

3 20 A 1 TOASTER (GP) (RB) 1.9 0.8 HEATED SURFACE (GP) (RB) 1 20 A 4

1 15 A 1 SILK MILK DISPENSER (GP) (EB) 0.6 0.5 MELINK SYSTEM - ENTREE (RB) 1 20 A 2

CKT BRKR POLE LOAD A B C LOAD POLE BRKR CKT

225 AMP MLO 120/208 Wye 3 PH 4 W MOUNT: RECESSED PANEL ASSEMBLY RATED (KAIC): 10 KAIC

EXISTING PANELBOARD 2KD LOCATION: DISHWASH 248 FED FROM: 2KA

MISCELLANEOUS 3300 VA 100.00% 3300 VA

KITCHEN 16812 VA 65.00% 10928 VA

ELECTRIC HEAT 0 VA 0.00% 0 VA Total Est. Demand Current: 53 A

AC / HEAT PUMP 0 VA 0.00% 0 VA Total Conn. Current: 70 A

RECEPTACLES 5040 VA 100.00% 5040 VA Total Est. Demand: 19.3 kVA

EXTERIOR LIGHTING 0 VA 0.00% 0 VA Total Conn. Load: 25.2 kVA

INTERIOR LIGHTING 0 VA 0.00% 0 VA

Load Classification Connected Load Demand Factor Estimated Demand Panel Totals

(GE) = PROVIDE GFCI BREAKER FOR EQUIPMENT, 6-50mA PER NEC 427.22  DED. NEUTRAL.
(GP) = PROVIDE GFCI BREAKER FOR PERSONNEL, 4-6mA PER NEC 210.8.  DED. NEUTRAL.
(L) = PROVIDE LOCKOUT BREAKER TO PREVENT UNAUTHORIZED SWITCHING.
(LC) = ROUTE TO LOAD VIA LIGHTING CONTACTOR, REF DETAIL ON DWG E4.X.
(ML) = PROVIDE BREAKER WITH MAINTENANCE LOCKOUT, LOCKABLE OFF.

77 A 73 A 63 A

9 kVA 9 kVA 8 kVA

41 20 A 1 SPARE (GP) 0.0 0.0 SPACE ONLY -- -- 42

39 20 A 1 SPARE (GP) 0.0 0.0 SPACE ONLY -- -- 40

37 20 A 1 SPARE (GP) 0.0 0.0 SPACE ONLY -- -- 38

35 20 A 1 SPARE (GP) 0.0 0.0 SPACE ONLY -- -- 36

33 20 A 1 SPARE (GP) 0.0 0.0 SPACE ONLY -- -- 34

31 20 A 1 SPARE (GP) 0.0 0.0 SPARE 1 20 A 32

29 20 A 1 SPARE (GP) 0.0 0.0 SPARE 1 20 A 30

27 20 A 1 REFRIGERATOR (GP) 1.2 0.0 SPARE 1 20 A 28

25 1.4 0.3 TV 225 1 20 A 26

23
20 A 2 HEATED CABINET (GP)

1.4 0.7 REC 249 (GP) 1 20 A 24

21 20 A 1 ICE/WATER DISPENSER (GP) 1.0 0.5 REC 249,249E (GP) 1 20 A 22

19 20 A 1 ICE TEA BREWER (GP) 1.7 0.9 REC 249G 1 20 A 20

17 2.5 0.2 EX TIME CLOCK REC 249 (GP) 1 20 A 18

15
30 A 2 COFFEE BREWER

2.5 0.5 EX REC 225,225A 1 20 A 16

13 20 A 1 BAKERY DISPLAY (GP) 1.0 0.4 EX REC 225 1 20 A 14

11 20 A 1 U/C WARMER (GP) 0.7 0.4 POS REC 225 1 20 A 12

9 20 A 1 U/C WARMER (GP) 0.7 0.7 EX REC 225 1 20 A 10

7 20 A 1 U/C WARMER (GP) 0.7 0.7 EX REC 225 1 20 A 8

5 20 A 1 U/C WARMER (GP) 0.7 1.0 EX TELECOM 249F 1 20 A 6

3 20 A 1 REFRIGERATED COLD PAN (GP) 0.4 1.0 EX TELECOM 249F 1 20 A 4

1 20 A 1 SNEEZE GUARD W LIGHTS 1.0 1.0 EX TELECOM 249F 1 20 A 2

CKT BRKR POLE LOAD A B C LOAD POLE BRKR CKT

225 AMP MLO 120/208 Wye 3 PH 4 W MOUNT: RECESSED PANEL ASSEMBLY RATED (KAIC): EX

PANELBOARD SCHEDULE 2KJ LOCATION: KITCHEN 249 FED FROM: 2KA

MISCELLANEOUS 1100 VA 100.00% 1100 VA

KITCHEN 36818 VA 65.00% 23932 VA

ELECTRIC HEAT 0 VA 0.00% 0 VA Total Est. Demand Current: 73 A

AC / HEAT PUMP 0 VA 0.00% 0 VA Total Conn. Current: 109 A

RECEPTACLES 1260 VA 100.00% 1260 VA Total Est. Demand: 26.3 kVA

EXTERIOR LIGHTING 0 VA 0.00% 0 VA Total Conn. Load: 39.2 kVA

INTERIOR LIGHTING 0 VA 0.00% 0 VA

Load Classification Connected Load Demand Factor Estimated Demand Panel Totals

(GE) = PROVIDE GFCI BREAKER FOR EQUIPMENT, 6-50mA PER 2008 NEC 427.22.  DED. NEUTRAL.   (EB) = EXISTING BREAKER
(GP) = PROVIDE GFCI BREAKER FOR PERSONNEL, 4-6mA PER 2008 NEC 210.8.  DED. NEUTRAL.      (RB) = REPLACE BREAKER WITH SIZE INDICATED
(L) = PROVIDE LOCKOUT BREAKER TO PREVENT UNAUTHORIZED SWITCHING.                                       (PB) = PROVIDE BREAKER IN EXISTING SPACE
(LC) = ROUTE TO LOAD VIA LIGHTING CONTACTOR, REF DETAIL ON DWG E4.X.

  (ML) = PROVIDE BREAKER WITH MAINTENANCE LOCKOUT, LOCKABLE OFF.                       LOADS FOR EXISTING CIRCUITS ARE ASSUMED

104 A 114 A 111 A

12 kVA 14 kVA 13 kVA

41 1.0 2.9 42

39
15 A 2 EX ICE MACHINE (EB)

1.0 2.9
PANINI GRILL (GP) (PB) 2 30 A

40

37 20 A 1 SPARE (GP) (EB) 0.0 2.9 38

35 20 A 1 SPARE (GP) (EB) 0.0 2.9
PANINI GRILL (GP) (PB) 2 30 A

36

33 20 A 1 SPARE (GP) (EB) 0.0 1.0 BAKERY DISPLAY (GP) (PB) 1 20 A 34

31 20 A 1 SNEEZE GUARD W LIGHTS (PB) 0.8 1.0 SNEEZE GUARD W LIGHTS (PB) 1 20 A 32

29 20 A 1 REFRIGERATOR (GP) (RB) 0.3 1.0 SNEEZE GUARD W LIGHTS (PB) 1 20 A 30

27 20 A 1 REFRIGERATED DRAWERS (GP) (RB) 0.8 1.0 SNEEZE GUARD W LIGHTS (PB) 1 20 A 28

25 20 A 1 REFRIGERATOR (GP) (EB) 1.0 0.8 SNEEZE GUARD W LIGHTS (PB) 1 20 A 26

23 20 A 1 REFRIGERATOR (GP) (EB) 1.0 1.0 SNEEZE GUARD W LIGHTS (PB) 1 20 A 24

21 20 A 1 TV REC (GP) (EB) 1.3 0.7 REFRIGERATED COLD PAN (GP) (EB) 1 15 A 22

19 20 A 1 REFRIGERATOR (GP) (RB) 0.3 0.7 REFRIGERATED COLD PAN (GP) (EB) 1 15 A 20

17 0.4 0.7 REFRIGERATED COLD PAN (GP) (EB) 1 20 A 18

15
20 A 2 DROP-IN SOUP WELL (GP) (RB)

0.4 0.8 U/C ICE MAKER (GP) (EB) 1 20 A 16

13 20 A 1 FOOD PROCESSOR (GP) (EB) 0.8 0.0 RECEPTACLES (GP) (EB) 1 20 A 14

11 20 A 1 REFRIGERATED COLD PAN (GP) (EB) 0.2 0.6 ICE & SODA DISPENSER (GP) (EB) 1 20 A 12

9 0.4 1.7 ICE TEA BREWER (GP) (EB) 1 20 A 10

7
20 A 2 DROP-IN SOUP WELL (GP) (RB)

0.4 1.7 ICE TEA BREWER (GP) (EB) 1 20 A 8

5 20 A 1 REFRIGERATED COLD PAN (GP) (EB) 0.4 0.8 U/C ICE MAKER (GP) (EB) 1 20 A 6

3 1.0 0.6 ICE & SODA DISPENSER (GP) (EB) 1 20 A 4

1
30 A 2 EX ICE MACHINE (EB)

1.0 1.1 EX OFFICE REC (GP) (EB) 1 20 A 2

CKT BRKR POLE LOAD A B C LOAD POLE BRKR CKT

100 AMP MLO 120/208 Wye 3 PH 4 W MOUNT: RECESSED PANEL ASSEMBLY RATED (KAIC): 10 KAIC

EXISTING PANELBOARD 2KI LOCATION: DISHWASH 248 FED FROM: 2KH

MISCELLANEOUS 1740 VA 100.00% 1740 VA

KITCHEN 28270 VA 65.00% 18376 VA

ELECTRIC HEAT 0 VA 0.00% 0 VA Total Est. Demand Current: 57 A

AC / HEAT PUMP 0 VA 0.00% 0 VA Total Conn. Current: 85 A

RECEPTACLES 540 VA 100.00% 540 VA Total Est. Demand: 20.7 kVA

EXTERIOR LIGHTING 0 VA 0.00% 0 VA Total Conn. Load: 30.6 kVA

INTERIOR LIGHTING 0 VA 0.00% 0 VA

Load Classification Connected Load Demand Factor Estimated Demand Panel Totals

(GE) = PROVIDE GFCI BREAKER FOR EQUIPMENT, 6-50mA PER NEC 427.22  DED. NEUTRAL.
(GP) = PROVIDE GFCI BREAKER FOR PERSONNEL, 4-6mA PER NEC 210.8.  DED. NEUTRAL.
(L) = PROVIDE LOCKOUT BREAKER TO PREVENT UNAUTHORIZED SWITCHING.
(LC) = ROUTE TO LOAD VIA LIGHTING CONTACTOR, REF DETAIL ON DWG E4.X.
(ML) = PROVIDE BREAKER WITH MAINTENANCE LOCKOUT, LOCKABLE OFF.

87 A 84 A 84 A

10 kVA 10 kVA 10 kVA

83 20 A 1 SPARE 0.0 0.0 SPACE ONLY -- -- 84

81 20 A 1 SPARE 0.0 0.0 SPACE ONLY -- -- 82

79 20 A 1 SPARE 0.0 0.0 SPACE ONLY -- -- 80

77 20 A 1 SPARE 0.0 0.0 SPACE ONLY -- -- 78

75 20 A 1 SPARE 0.0 0.0 SPACE ONLY -- -- 76

73 20 A 1 SPARE 0.0 0.0 SPACE ONLY -- -- 74

71 20 A 1 SPARE (GP) 0.0 0.0 SPACE ONLY -- -- 72

69 20 A 1 SPARE (GP) 0.0 0.0 SPACE ONLY -- -- 70

67 20 A 1 SPARE (GP) 0.0 0.0 SPACE ONLY -- -- 68

65 20 A 1 SPARE (GP) 0.0 0.0 SPACE ONLY -- -- 66

63 20 A 1 SPARE (GP) 0.0 0.0 SPACE ONLY -- -- 64

61 20 A 1 SPARE (GP) 0.0 0.0 SPACE ONLY -- -- 62

59 20 A 1 SPARE (GP) 0.0 0.0 SPACE ONLY -- -- 60

57 20 A 1 SPARE (GP) 0.0 0.0 SPACE ONLY -- -- 58

55 20 A 1 SPARE (GP) 0.0 0.0 SPACE ONLY -- -- 56

53 20 A 1 SPARE (GP) 0.0 0.0 SPACE ONLY -- -- 54

51 20 A 1 SPARE (GP) 0.0 0.0 SPACE ONLY -- -- 52

49 20 A 1 SPARE (GP) 0.0 0.0 SPACE ONLY -- -- 50

47 20 A 1 SPARE (GP) 0.0 0.0 SPACE ONLY -- -- 48

45 20 A 1 SPARE (GP) 0.0 0.0 SPACE ONLY -- -- 46

43 20 A 1 REC PRINTER (GP) 0.5 0.0 SPACE ONLY -- -- 44

41 20 A 1 TV (GP) 1.0 1.3 U/C ICE MAKER (GP) 1 20 A 42

39 20 A 1 TV (GP) 0.7 0.6 ICE & SODA DISPENSER (GP) 1 20 A 40

37 20 A 1 SNEEZE GUARD W/LIGHTS 0.8 0.5 SNEEZE GUARD W/LIGHTS 1 20 A 38

35 20 A 1 FREEZER - PIZZA (GP) 1.4 0.4 REFRIGERATED COLD PAN (GP) 1 20 A 36

33 20 A 1 REFRIGERATOR - PIZZA (GP) 0.3 0.1 FRYER (GP) 1 20 A 34

31 20 A 1 FREEZER - PIZZA (GP) 1.3 0.1 FRYER (GP) 1 20 A 32

29 20 A 1 REFRIGERATOR - PIZZA (GP) 1.3 0.1 FRYER (GP) 1 20 A 30

27 20 A 1 OPEN HEARTH OVEN 0.2 1.0 FRYER FILTER (GP) 1 20 A 28

25 20 A 1 OPEN HEARTH OVEN HOOD 1.0 0.8 DUMPSTATION (GP) 1 20 A 26

23 0.4 0.5 CONTACTOR POWER 1 20 A 24

21 0.4 0.8 SNEEZE GUARD W/LIGHTS 1 20 A 22

19

20 A 3 FLOOR MIXER

0.4 0.8 HEATED SURFACE (GP) 1 20 A 20

17 20 A 1 REFRIGERATOR - PIZZA (GP) 0.8 0.8 HEATLAMP AND LIGHTS 1 20 A 18

15 20 A 1 REFRIGERATOR - PIZZA (GP) 0.8 1.5 HOT/COLD UNIT (GP) 1 20 A 16

13 20 A 1 REFRIGERATOR - PIZZA (GP) 0.3 0.8 HEATED SURFACE (GP) 1 20 A 14

11 20 A 1 REFRIGERATED COLD PAN (GP) 0.2 0.4 REFRIGERATED STAND (GP) 1 20 A 12

9 20 A 1 HEATLAMP AND LIGHTS 0.8 1.0 GRIDDLE (GP) 1 20 A 10

7 20 A 1 HEATED SURFACE (GP) 0.8 1.0 GRIDDLE (GP) 1 20 A 8

5 20 A 1 HEATED SURFACE (GP) 0.8 0.6 REFRIGERATED STAND (GP) 1 20 A 6

3 20 A 1 HEATLAMP AND LIGHTS 0.8 1.0 GRIDDLE (GP) 1 20 A 4

1 20 A 1 HEATLAMP AND LIGHTS 0.8 0.5 MELINK SYSTEM - GRILL 1 20 A 2

CKT BRKR POLE LOAD A B C LOAD POLE BRKR CKT

225 AMP MCB 120/208 Wye 3 PH 4 W MOUNT: RECESSED PANEL ASSEMBLY RATED (KAIC): 10 KAIC

PANELBOARD SCHEDULE 2KR LOCATION: Space 86 FED FROM: 2KN

MISCELLANEOUS 27558 VA 100.00% 27558 VA

KITCHEN 0 VA 0.00% 0 VA

ELECTRIC HEAT 0 VA 0.00% 0 VA Total Est. Demand Current: 79 A

AC / HEAT PUMP 0 VA 0.00% 0 VA Total Conn. Current: 79 A

RECEPTACLES 1000 VA 100.00% 1000 VA Total Est. Demand: 28.6 kVA

EXTERIOR LIGHTING 0 VA 0.00% 0 VA Total Conn. Load: 28.6 kVA

INTERIOR LIGHTING 0 VA 0.00% 0 VA

Load Classification Connected Load Demand Factor Estimated Demand Panel Totals

(GE) = PROVIDE GFCI BREAKER FOR EQUIPMENT, 6-50mA PER NEC 427.22  DED. NEUTRAL.
(GP) = PROVIDE GFCI BREAKER FOR PERSONNEL, 4-6mA PER NEC 210.8.  DED. NEUTRAL.
(L) = PROVIDE LOCKOUT BREAKER TO PREVENT UNAUTHORIZED SWITCHING.
(LC) = ROUTE TO LOAD VIA LIGHTING CONTACTOR, REF DETAIL ON DWG E4.X.
(ML) = PROVIDE BREAKER WITH MAINTENANCE LOCKOUT, LOCKABLE OFF.

86 A 86 A 71 A

10 kVA 10 kVA 8 kVA

41 -- -- SPACE ONLY 0.0 3.2 42

39 0.0 3.2 40

37
20 A 2 SPARE (EB)

0.0 3.2

REFRIGERATION RACK SYSTEM - BISTRO (ML) (PB) 3 35 A

38

35 0.0 0.3 COOLER COIL - PIZZA  (ML) (RB) 1 20 A 36

33
20 A 2 SPARE (EB)

0.0 1.0 FREEZER BISTRO (ML) (RB) 1 20 A 34

31 0.0 1.0 WALK-IN COOLER - PIZZA (ML) (RB) 1 20 A 32

29
20 A 2 SPARE (EB)

0.0 0.7 FREEZER COIL BISTRO (ML) (RB) 1 20 A 30

27 0.0 0.0 28

25
20 A 2 SPARE (EB)

0.0 0.0
SPARE (EB) 2 20 A

26

23 0.0 0.0 24

21
20 A 2 SPARE (EB)

0.0 0.0
SPARE (EB) 2 20 A

22

19 0.0 0.0 20

17
30 A 2 SPARE (EB)

0.0 0.0
SPARE (EB) 2 20 A

18

15 1.0 1.3 16

13
30 A 2 EX DATA RACK (EB)

1.0 1.3 14

11 1.0 1.3

REFRIGERATION RACK SYSTEM - PIZZA (ML) (PB) 3 20 A

12

9
30 A 2 EX DATA RACK (EB)

1.0 0.5 EX BLUE LIGHT (EB) 1 20 A 10

7 1.0 1.0 EX DOOR UPS (EB) 1 20 A 8

5
30 A 2 EX DATA RACK (EB)

1.0 1.0 EX DOOR UPS (EB) 1 20 A 6

3 1.0 1.0 DATA RACK (EB) 1 20 A 4

1
30 A 2 EX DATA RACK (EB)

1.0 0.5 EX BLUE LIGHT (EB) 1 20 A 2

CKT BRKR POLE LOAD A B C LOAD POLE BRKR CKT

100 AMP MCB 120/208 Wye 3 PH 4 W MOUNT: SURFACE PANEL ASSEMBLY RATED (KAIC): 10 KAIC

PANELBOARD SCHEDULE 2SDP LOCATION:
ELECTRICAL
ROOM 224

FED FROM:

MISCELLANEOUS 93946 VA 100.00% 93946 VA

KITCHEN 0 VA 0.00% 0 VA

ELECTRIC HEAT 0 VA 0.00% 0 VA Total Est. Demand Current: 166 A

AC / HEAT PUMP 43806 VA 100.00% 43806 VA Total Conn. Current: 166 A

RECEPTACLES 0 VA 0.00% 0 VA Total Est. Demand: 137.8 kVA

EXTERIOR LIGHTING 0 VA 0.00% 0 VA Total Conn. Load: 137.8 kVA

INTERIOR LIGHTING 0 VA 0.00% 0 VA

Load Classification Connected Load Demand Factor Estimated Demand Panel Totals

(GE) = PROVIDE GFCI BREAKER FOR EQUIPMENT, 6-50mA PER 2008 NEC 427.22.  DED. NEUTRAL.   (EB) = EXISTING BREAKER
(GP) = PROVIDE GFCI BREAKER FOR PERSONNEL, 4-6mA PER 2008 NEC 210.8.  DED. NEUTRAL.      (RB) = REPLACE BREAKER WITH SIZE INDICATED
(L) = PROVIDE LOCKOUT BREAKER TO PREVENT UNAUTHORIZED SWITCHING.                                       (PB) = PROVIDE BREAKER IN EXISTING SPACE
(LC) = ROUTE TO LOAD VIA LIGHTING CONTACTOR, REF DETAIL ON DWG E4.X.

  (ML) = PROVIDE BREAKER WITH MAINTENANCE LOCKOUT, LOCKABLE OFF.                       LOADS FOR EXISTING CIRCUITS ARE ASSUMED

169 A 167 A 162 A

47 kVA 46 kVA 45 kVA

41 -- -- SPACE ONLY 0.0 0.0 SPACE ONLY -- -- 42

39 -- -- SPACE ONLY 0.0 0.0 SPACE ONLY -- -- 40

37 -- -- SPACE ONLY 0.0 0.0 SPACE ONLY -- -- 38

35 5.3 0.0 36

33 5.3 0.0 34

31

30 A 3 DOAS-4 (ML) (RB)

5.3 0.0

SPARE (EB) 3 20 A

32

29 0.8 0.0 SPACE ONLY -- -- 30

27 0.8 1.1 EX FV-2 (EB) 1 15 A 28

25

15 A 3 EF 2-1 (EB)

0.8 1.6 EX FV-6 (EB) 1 15 A 26

23 3.1 5.8 24

21 3.1 5.8 22

19

20 A 3 EX EF 2-3 (EB)

3.1 5.8

EX RTF-2 (EB) 3 30 A

20

17 2.1 3.9 18

15 2.1 3.9 16

13

20 A 3 EX EF 2-2 (EB)

2.1 3.9

EX RTF-1 (EB) 3 20 A

14

11 5.8 1.0 12

9 5.8 1.0 10

7

35 A 3 DOAS-3 (ML) (RB)

5.8 1.0

EX EF 2-5 (EB) 3 15 A

8

5 15.9 1.3 6

3 15.9 1.3 4

1

150 A 3 EX PANEL 3HC (EB)

15.9 1.3

EX EF 1-2 (EB) 3 15 A

2

CKT BRKR POLE LOAD A B C LOAD POLE BRKR CKT

250 AMP MLO 480/277 Wye 3 PH 4 W MOUNT: SURFACE PANEL ASSEMBLY RATED (KAIC): 10 KAIC

EXISTING PANELBOARD 3HB LOCATION:
MECHANICAL
ROOM NO.1 310

FED FROM:

MISCELLANEOUS 71490 VA 100.00% 71490 VA

KITCHEN 0 VA 0.00% 0 VA

ELECTRIC HEAT 0 VA 0.00% 0 VA Total Est. Demand Current: 184 A

AC / HEAT PUMP 81574 VA 100.00% 81574 VA Total Conn. Current: 184 A

RECEPTACLES 0 VA 0.00% 0 VA Total Est. Demand: 153.1 kVA

EXTERIOR LIGHTING 0 VA 0.00% 0 VA Total Conn. Load: 153.1 kVA

INTERIOR LIGHTING 0 VA 0.00% 0 VA

Load Classification Connected Load Demand Factor Estimated Demand Panel Totals

(GE) = PROVIDE GFCI BREAKER FOR EQUIPMENT, 6-50mA PER 2008 NEC 427.22.  DED. NEUTRAL.   (EB) = EXISTING BREAKER
(GP) = PROVIDE GFCI BREAKER FOR PERSONNEL, 4-6mA PER 2008 NEC 210.8.  DED. NEUTRAL.      (RB) = REPLACE BREAKER WITH SIZE INDICATED
(L) = PROVIDE LOCKOUT BREAKER TO PREVENT UNAUTHORIZED SWITCHING.                                       (PB) = PROVIDE BREAKER IN EXISTING SPACE
(LC) = ROUTE TO LOAD VIA LIGHTING CONTACTOR, REF DETAIL ON DWG E4.X.

  (ML) = PROVIDE BREAKER WITH MAINTENANCE LOCKOUT, LOCKABLE OFF.                       LOADS FOR EXISTING CIRCUITS ARE ASSUMED

188 A 188 A 179 A

52 kVA 52 kVA 50 kVA

41 3.0 5.8 42

39 3.0 5.8 40

37

15 A 3 EX RLF-3 (EB)

3.0 5.8

EX RLF-5 (EB) 3 30 A

38

35 9.2 0.0 SPACE ONLY -- -- 36

33 9.2 0.0 SPACE ONLY -- -- 34

31

50 A 3 DOAS-2 (ML) (RB)

9.2 0.0 SPACE ONLY -- -- 32

29 0.6 1.2 30

27 0.6 1.2 28

25

15 A 3 EF 2-11 (EB)

0.6 1.2

EX RP 3,4,5 (EB) 3 15 A

26

23 1.3 0.0 SPACE ONLY -- -- 24

21 1.3 2.3 EX 303 HALL & ROTUNDA (EB) 1 15 A 22

19

20 A 3 EF 2-9 (EB)

1.3 2.3 EX FV-5 & FV-6 (EB) 1 15 A 20

17 0.5 7.5 18

15 0.5 7.5 16

13

15 A 3 EF 2-10 (EB)

0.5 7.5

EX RTF-4 (EB) 3 35 A

14

11 0.9 15.6 12

9 0.9 15.6 10

7

15 A 3 EX EF 1-6 (EB)

0.9 15.6

DOAS-1 (ML) (RB) 3 90 A

8

5 0.8 3.0 6

3 0.8 3.0 4

1

15 A 3 EX EF 1-9 (EB)

0.8 3.0

EX EF 1-5 (EB) 3 20 A

2

CKT BRKR POLE LOAD A B C LOAD POLE BRKR CKT

250 AMP MLO 480/277 Wye 3 PH 4 W MOUNT: SURFACE PANEL ASSEMBLY RATED (KAIC): 10 KAIC

EXISTING PANELBOARD 3HR LOCATION:
MECHANICAL
ROOM 350

FED FROM:

REVISIONS

DATE DESCRIPTION

06/20/22 ADD 01

ADD 01

ADD 01

ADD 01

ADD 01

ADD 01


